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6.4.3 
1. Introduction

In SA5 #64 meeting, SA5 group has agreed (S5-092079) to accept BBF’s suggestion in the liaison S5-091835 to add AddObject RPC in TS32.581 requirement item REQ-PAMP_CM-FUN-012, see the abstraction from S5-092079: 
“3)
Status: Agreed. 

Explanation: CR to [1] will be created to replace “SetParameterValues RPC” with “SetParameterValues and AddObject RPCs” in OAMP_CM-FUN-012 in [1].”

Because SetParameterValues and AddObject are two independant TR-069 PRC methods to configure CPE device parameters, it’s recommended to use “SetParameterValues or AddObject” in the text change. The discussion is also applicable to HeNB management.
2. pCR to TS 32.591-100
	1st Modified Section


6
Specification level requirements

6.1
Requirements

6.1.1
Configuration Management
The requirements for configuration management are as follows:

REQ-OAMP_CM-FUN-001 The HeNB configuration shall be administered by the HeMS utilising the TR-069 CWMP Protocol, reference [4].
REQ-OAMP_CM-FUN-002 HeMS shall be able to reboot the HeNB.

REQ-OAMP_CM-FUN-003 HeMS shall have remote access to the HeNB to start/stop the radio transmission.
REQ-OAMP_CM-FUN-004 HeMS shall have remote access to the HeNB to start/stop the radio transmission on the frequencies specified by HeMS.
REQ-OAMP_CM-FUN-005 HeMS shall maintain the configuration data of the HeNB. 

REQ-OAMP_CM-FUN-006 When the HeNB is initially powered up and connected to the HeMS, HeMS shall send the initially needed configuration data to the HeNB.
REQ-OAMP_CM-FUN-007 If the inner IPsec tunnel IP address of the HeNB changes and HeNB is connected to HeMS via IPsec Tunnel then the HeNB shall notify the HeMS using TR-069.

REQ-OAMP_CM-FUN-008 The HeMS shall specify which parameters it needs to be notified of when the HeNB changes their values through auto-configuration. The HeNB shall notify the HeMS of changes in the values of any such auto-configured parameters.
REQ-OAMP_CM-FUN-009 The HeNB shall inform the HeMS of its ability to auto-configure parameters or groups of parameters that are relevant to the HeMS. 

REQ-OAMP_CM-FUN-010 HeMS shall be able to specify a value, or a valid range of values, for any parameter that is auto-configurable by the HeNB.
REQ-OAMP_CM-FUN-011 Configuration management capability for the HeNB shall be supported by means of the SetParameterValues or AddObject RPC of TR-069. Optionally a bulk configuration management file may be supported. In this case the TR-069 manager uses the RPC download method to trigger a CM file download from a file server.
	End of modifications


