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1. Overall Description:

This document is trying to clarify the relationship between 3GPP UDC and OMA SUPM. 
UDC and SUPM focus on different aspects of user data. As specified in stage 1, UDC is mainly concerned with ‘user data access protocol’ which can be LDAP or XML/SOAP, and ‘baseline information model’, which are supposed to cover all the data in mobile network SUPM, in our understanding, is concerned with user data management of service network, by using XCAP as access protocol and probably a certain ‘data model’ as its data structure.
Therefore, we can see that UDC and SUPM are quite alike each other especially at the protocol and data model aspects, generally architecture aspect. SUPM could be implemented as follows from UDC’s point of view. 



[image: image1]
If and only if we have the implementation above in our mind, SUPM would have impacts on UDC.
1. XCAP interface capability requires support of LDAP/XML interface. For example, unless LDAP/XML interface have the subscription/notification capability, there is no way for it in the XCAP interface.
2. UDR and SUPM would have their own data model (or data view whatsoever) to upper layers. SUPM FE might require its own data model (or data view) provided by UDR. We wish that all the data model used will be derived from the same information model, so we kindly request OMA to consider the information model defined by SA5 and, in case of extensions to bring them to SA5.
It is suggested that all of those requirements from SUPM to UDC should be delivered from within the member company via CRs.
So far, UDC has reached stage 2 in CT4, for architecture and procedures specification, and in SA5 for baseline information specification. CT4 will work on Stage 3.

2. Actions:

To OMA.

ACTION:  
SA1 kindly asks OMA to take the information above into consideration.
3GPP will welcome OMA to provide 3GPP UDC with work outcomes regarding SUPM.
3. Date of Next TSG-SA WG1 Meetings:

SA1#47   
3 - 7 August 2009   
Rome, Italy
SA1#48   
16 - 20 November 2009   
Beijing, China
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