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1
Decision/action requested

Review the proposal for inclusion in draft TS 32.xy1
2
References

None.
3
Rationale

Add business level requirements

4
Detailed proposal

	1st Modified Section


5
Business Level Requirements

5.1
Requirements
[REQ-HENBT2-FUN-1]

The IRPAgent shall have the capability allowing IRPManager to manage H(e)NB using various Interface IRPs, such as Alarm IRP, Notification IRP, Bulk CM IRP, etc. 

[REQ-HENBT2-FUN-2]

The IRPAgent should have the capability of providing a single point of access allowing IRPManager to manage H(e)NBs and other types of managed entity such as MSCs.  For example, the IRPAgent could have a single AlarmIRP that holds active alarms from H(e)NBs as well as active alarms from other managed entities such as MSCs, macro eNBs, etc.

[REQ-HENBT2-FUN-3]  Operator shall be able to manage the following deployment scenarios in the most efficient manner:

1. Deployment of HNBs only

2. Deployment of HeNBs only

3. Mixed deployment of the two scenarios above, including deployment of integrated HNB/HeNB devices

[REQ-HENBT2-FUN-4]  In order to provide for efficient management of mixed deployment scenarios by the operator, for mixed deployment scenarios, management over Type-2 interface shall be as integrated as possible.
[REQ-HENBT2-FUN-5]  For all deployment scenarios including the mixed deployment scenarios, a single IRPAgent shall provide the mapping function between Type-1 interfaces for HNB and HeNB on the one hand and Type-2 interface for IRPManager on the other hand.

[REQ-HENBT2-FUN-6]  For mixed deployment scenarios, single IRPAgent shall provide the capability over Type-2 interface to integrate network management service requests for HNB and HeNB into a single request.

5.2
Actor roles

5.3
Telecommunications resources

5.4
High-level use cases

	End of Modified Section
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