
3GPP TSG-SA5 (Telecom Management)
S5-093052
Meeting SA5#66, 29 Jun-03 Jul 2009, Dublin, Ireland
revision of S5-092851
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	32.275
	CR
	CRNum
	(

rev
	-
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Setting for Operation Types related to “service type”values in ACR for MMTel charging

	
	

	Source to WG:
(

	Alcatel-Lucent

	Source to TSG:
(

	SA5

	
	

	Work item code:
(

	CH8
	
	Date: (

	03/07/2009

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	Current 6.3.1.3 chapter title and description inconsistent with table included
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For each supplementary service, the current setting for “Operation Type allowed” in ACR, is restricted. Not all circumstances for which this service  may be provided in an ACR are covered. 
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	1st Modified Section


6.3.1.3 Support of MMTel Information in MMTel Offline Charging

In table 6.3.1.3, the supported Operation Types for Service Type field within the MMTel Information on the Rf interface are presented. The other MMTel Information fields are not detailed.
The supported Operation Types for Service Information fields, used in the Charging Data Request and Response messages for MMTel charging, other than MMTel Information fields, are described in TS 32.260 [20].
Operation Types for Service Type, encompasse the various situations, where the basic MMTel service Charging Data Request messages are sent from:
· a separate entity (another AS or S-CSCF), than the AS implementing the supplementary service,
· the same AS.
Each service may be reported through a dedicated Charging Data Request Message or combined Charging Data Request Messages (regrouped supplementary services or with basic MMTel service).  
Table 6.3.1.3: Supported values for Service Type in MMTel Information.
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	





	    Field

	                                                Node Type
	AS

	                                                 Supported Operation Types
	S/I/S/E

	
	

	Service Type
	

	OIP (see note 1)
	SISE

	OIR
	SISE

	TIR
	SISE

	TIR (see note 2)
	SISE

	CW
	SISE

	HOLD (see note 3)
	SISE

	CB (see note 2)
	SISE

	MWI
	---E

	CAT
	SISE

	CCBS
	SISE

	CCNR
	SISE

	CONF
	SISE

	CDIV
	SISE

	CDIVN
	SISE

	ECT
	SISE

	FA
	SISE

	MCID
	SISE

	CUG
	SISE

	NOTE 1: Only present at terminating side. 

NOTE 2: Terminating side service.
NOTE 3: AS may be involved for announcement purposes.
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