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	1st Modified Section


7.2.15A

Associated-Party-Address AVP

The Associated-Party-Address AVP (AVP code 2035) is of type UTF8String and is used for MMTel supplementary service. It holds the address (SIP URI or TEL URI) of the user, the MMTel supplementary service is provided to :   the “forwarding party” for CDIV, the “transferor” for ECT, the “Pilot Identity” for Flexible Alerting (FA) , the “Initiator party” for 3PTY.
	Next Modified Section


7.2.149A


Service-Mode AVP

The Service-Mode  AVP (AVP Code 2032) is of type Unsigned32and provides the mode for  CDIV, CB and ECT MMTel supplementary services.

The following values are defined:


“Communication Forwarding Unconditional (CFU)”







0 

“Communication Forwarding Busy (CFB)”









1

“Communication Forwarding No Reply (CRNR)”
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“Communication Forwarding on Not Logged-In  (CFNL)”





3  


“Communication Deflection (CD)”
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“Communication Forwarding on Subscriber Not Reachable (CFNRc)”
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“Incoming Call Barring (ICB)”
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“Outgoing Call Barring (OCB)”
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“Anonymous Communication Rejection (ACR)”
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“Blind Transfer”
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      “Consultative Transfer”
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“Three-Party (3PTY)”















11
Values  ( 1024 are reserved for specific Network/Manufacturer variants
	End of modifications
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