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6.5.1
1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

(Reference - in list form - should be made to previous related SA5/3GPP/etc. documents.)

[1]

3GPP TS 32.541: “Self-Healing OAM; Concepts and Requirements”
3
Rationale

(With bullet points, describe the reasons for the proposed action. 
The objectives of the proposal should be clearly stated. 
Rejected alternative solutions should be mentioned if this aids understanding).

(For pseudo CR, the reason for change(s) and summary of change(s) must be clearly explained.)
This contribution proposes an additional use case of Self-healing.
The SCTP (Stream Control Transmission Protocol) is a transport layer protocol, serving in a similar role as the popular protocols TCP and UDP. The signaling transport between eNodeB and EPC or eNodeBs is based on SCTP. So if the SCTP link failure, S1 or X2 links will be affected.
4 Detailed proposal
	1st New Section


6.4.x
Use case Self-healing of SCTP Link fault
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal 
	System recovers SCTP link fault automatically

	

	Actors and Roles 
	SCTP link fault recovery function, IRPManager
	

	Telecom resources
	The E-UTRAN/EPC network including its Management Systems.
	

	Assumptions
	The network is properly installed and running.
	

	Pre conditions
	Network is in normal operation and the eNodeBs can communicate with OAM normally.
	

	Begins when 
	The system detects a SCTP link fault.
	

	Step 1 (M)
	Try recovery action/s (examples: checks whether there is/are related physical link alarm, change SCTP link status, re-establish or re-configure the SCTP link, software restart etc.)
	

	Step 2 (O)
	Reporting of the SCTP link Recovery results to the IRP Manager
	

	Ends when
	Ends when all steps identified above are completed or when an exception occurs.
	

	Exceptions
	FFS
	

	Post Conditions
	In case of success: The SCTP link is in normal.

In case of exception: SCTP link fault persists
	

	Traceability
	
	


	End of modification


