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Decision/action requested

This paper proposes the use case for enhancement of log
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Rationale
It is required that OMC can be connected to several NMS. Operator uses northbound interface such as Corba  to connect to OMC, through which operator can get data needed. As we know, the security certification is often omitted on the northbound interface, any operator can enter into OMC and dispatch operations at will, some of these operations may be due to maintainous work, some may be malicious. 

Because of the security defect listed above, dfferent operator’s operation can be interfered with each other, e.g., one user can modify or delete another user’s task that is defined and works well in the past, however, the original task definer can’t know who has done that.

Second, many operator’s connection to OMC can bring performance impacts. As we know, to receive notification, operator need to subscribe notification category, so there exists notification channels between OMC and NMS, if the sum of channels is big, it will impact the speed and accuracy of notifications to the NMS.

So we propose to supply monitoring methods of querying parallel user’s information and operation, only by doing these, it is possible to control illogical and unnecessory operator’s connection to OMC.
4
Detailed proposal
5.2.1.5Log management
The logs no matter that they are operations or notifcaitons are important to operator, it is proposed to supplement the operation log query interface in the log management, and the operator’s information query is also proposed to add.

Above suggestion provides the operators a feature which they can manage systems more effectively.   

Use case 1: Operator’s operation log query 
Operator can query the detail information of operator’s operation with designated filter contiditon. 

The detail information includes the happened time, parameters, origins and the result of operaton.

The filter contiditon includes the happened time, operation name and origins.
Use case 2: Operator’s information query 
Operator can query all operators’s information in a certain time scope, which includes the IP and port through which operator connect to OMC.

Use case 3: Notification channel query 
Operator can query current notification channels existed between OMC and NMS. The information of notification channel includes channel id, channel status, notification categories and subscriber information.
