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6.4.4
1 Progress status

Percentage of completion: 30% (previously 15%)

Summary of progress: The R9 CR to correct the IP latency and additional SAE Bearers setup measurements, the CRs to align the PRB usage measurements with 36.314, and the addition of SAE Bearer number related measurements were agreed.
Outstanding issues: Null
2 Minutes

The RG session was held on <Sep 03, Q3>.

	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-093297
	CR R9 32.425 Correction on the IP latency and additional SAE Bearers setup measurements
No comments received.
Conclusion: Agreed
	Motorola, Ericsson

	S5-093298
	CR R9 32.425 Add SAE Bearer number related measurements
NSN: in buttet d) should be per.QCI, not per cause.
NSN: Work item code should be: OAM9-PM
Conclusion: Update to OAM plenary.
	Motorola

	S5-093299
	CR R8 32.425 Alignment of PRB usage related measurements with 36.314
Conclusion: Agreed
	Motorola

	S5-093300
	CR R9 32.425 Alignment of PRB usage related measurements with 36.314
Conclusion: Agreed
	Motorola

	S5-093464
	Addition of cell reselection optimization related measurements
NSN: 1) the trigger needs to be defined to differentiate the first and second phase HO.
2) need use case.

3) the Timer mentioned by the author verbally need to be standardized.

Motorola: need to investigate the commonality with the measurements for MRO.
Conclusion: Noted.
	CMCC
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