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1
Scope

A more detailed background and introduction of the IRP concept is given in 3GPP TS 32.150 [16].

To perform network management tasks, co-operating applications require identical interpretation of names assigned to network resources under management. Such names are required to be unambiguous as well. The present document recommends one name convention for network resources under management in the IRP context.

To facilitate integration of network management information obtained via multiple IRPs based on different IRP Solution Set technologies, identical network resource name semantics shall be conveyed in all IRPs. The present document specifies one such name convention.

The present document also specifies an IOC/MOC name recommendation (see annex E) in order to avoid potential problems with valid characters in some programming languages.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
Void.

[2]
ITU-T Recommendation X.500 (1993): "Information technology - Open Systems Interconnection - The Directory: Overview of concepts, models and services".

[3]
T. Howes, ISBN 1-57870-070-1: "Understanding and Deploying LDAP Directory Services".

[4]
IETF RFC 1737 (1994): "Functional Requirements for Uniform Resource Names".

[5]
IETF RFC 2247 (1998): "Using Domains in LDAP/X.500 Distinguished Names".

[6]
IETF RFC 1035 (1987): "Domain names - implementation and specification".

[7]
IETF RFC 2253 (1997): "Lightweight Directory Access Protocol (v3): UTF-8 String Representation of Distinguished Names".

[8]
3GPP TS 32.111-2: "Telecommunication management; Fault Management; Part 2: Alarm Integration Reference Point (IRP): Information Service (IS)".

[9]
3GPP TS 32.622: " Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)".

[10]
Void.

[11]
3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".

[12]
3GPP TS 32.102: "Telecommunication management; Architecture".

[13]
ISO/IEC 14977: "Information technology – Syntactic metalanguage – Extended BNF".

[14]
ISO/IEC 646: "Information technology – ISO 7-bit coded character set for information interchange".

[15]
ISO/IEC 10646: "Information technology – Universal multiple-octet Coded Character Set (UCS)".
[16]
3GPP TS 32.150: "Integration Reference Point (IRP) Concept and definitions".
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TS 32.101 [11],  3GPP TS 32.102 [12] and 3GPP TS 32.150 [16] apply. This subclause defines terms essential for understanding of name convention in the IRP context.

3.1.1
Void

3.1.2
Void

	Next change


5
Name Convention for Managed Objects

Network resources shall be named using the naming conventions in ITU-T Recommendation X.500 [2] with one restriction listed below. Central to the X.500 naming convention is the concept of  the Distinguished Name (DN) (see subclause 3.1.7).

The restriction is that this IRP name convention does not support multi-value RDN. Only single-value RDN is supported.
	End of changes
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