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3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TS 32.101 [1], 3GPP TS 32.102 [2], 3GPP TS 32.151 [3] and the following apply:

Data Definition IRP: 3GPP publishes IRP specifications relating to commonly used data definitions that can be imported for use by Interface IRP and/or NRM IRP. This term represents all such specifications. An example of a Data Definition IRP is the State Management IRP (32.671 [14], 32.672 [15], 32.673 [16], etc).

Information Object Class (IOC): Describes the information that can be accessible via Basic CM IRP [9] and Bulk CM IRP [17].  A collection of related IOCs is sometimes referred to as Network Resource Model (NRM). 
It is modelled using the stereotype "InformationObjectClass" in the UML meta-model. For a formal definition of Information Object Class and its structure in specification, see 3GPP TS 32.152[4].  The ManagedFunction, defined in [12] is an example of Information Object Class.
Integration Reference Point (IRP): An architectural concept that is described by a set of specifications for definition of a certain aspect of a management interface, comprising a Requirements specification, an Information Service specification, and one or more Solution Set specifications.
…

…

NRM IRP: 3GPP publishes a number of IRP specifications each of which is related to a particular NRM (Network Resource Model) as defined in 3GPP TS 32.101 [1]. NRM IRPs do not define any operations or notifications. This term represents all such specifications. Note: In some NRM IRP titles, for historic reasons, they are named "…network resources IRP"). An example of an NRM IRP is the Generic NRM IRP (32.621 [11], 32.622 [12], 32.623 [13], etc.).

Support IOC: IOC that represents a particular capability, introduced to model a management service.  This modelled capability cannot be accessible via Basic CM IRP [9] and Bulk CM IRP [17].  
It is modelled using the stereotype “SupportIOC” in the UML meta-model.  For a formal definition of SupportIOC stereotype and its structure in specification, see 3GPP TS 32.152[4].  The AlarmInformation and AlarmList, defined in the Alarm IRP Information Service [18] are examples of SupportIOC stereotype..
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