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1
Decision/action requested

Discuss and agree on the basic Information model for CBIM.
2
References

3
Rationale

The document provides a first draft version for the Common Baseline Information Model.
4
Detailed proposal

X.2
Class diagram

X.2.1
Attributes and relationships 

[image: image1.emf]CBIMServiceProvider

<<InformationObjectClass>>

NetworkOperator

<<InformationObjectClass>>

CBIMService

<<InformationObjectClass>>

1

1..n

1

1..n

NetworkElement

<<InformationObjectClass>>

1

1..n

1

1..n

0..n

0..n

0..n

0..n

CBIMSubscriber

<<InformationObjectClass>>

1 1..n 1 1..n

CBIMServiceProfile

<<InformationObjectClass>>

1

1

1

1

CBIMUser

<<InformationObjectClass>>

0..n

1..n

0..n

1..n

0..n

0..n

0..n

0..n

CBIMDevice

<<InformationObjectClass>>

0..n 1 0..n 1

0..n

1..n

0..n

1..n

CBIMIdentity

<<InformationObjectClass>>

0..n

1

0..n

1

1..n 1 1..n 1

1

11

1


X.3
Information object class definitions

X.3.1
Service
X.3.a.1
Definition
This object class represents a Service (as defined in 3GPP TR 21.905) provided by a ServiceProvider. 
X.3.1
ServiceProvider
X.3.a.1
Definition
This object class represents the service provider as defined in 3GPP TR 21.905. Service provider is either a Network operator or a separate entity that provides services to a subscriber.

X.3.1
Subscriber
X.3.a.1
Definition
This object class represents the subscriber as defined in 3GPP TR 21.905

X.3.1
User
X.3.a.1
Definition
This object class represents a role that is played by a persons that uses one or more services provided by ServiceProvider.
X.3.1
Device
X.3.a.1
Definition
This object class represents a terminal that a user operates in order to get an access to a service provided by the ServiceProvider.

X.3.1
ServiceProfile
X.3.a.1
Definition
This object class represents the data that characterizing a service assigned to a user.
X.3.1
Identity
X.3.a.1
Definition
This object class represents the identities that are used to identify a user or subscriber. This can be an IMSI/MSISDN/IMPU/IMPI. Additional identities may be defined in the future.
X.3.1
NetworkOperator
X.3.a.1
Definition
This object class represents the Network Operator as defined in 3GPP TR 21.905.
X.3.1
NetworkElement
X.3.a.1
Definition
This object class represents the functionality requires in any Network Elements in order to provide services. 
Editor’s Note: It is still FFS whether we can reuse the ManagedElement IOC from TS 32.622.

