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	End of 1st Modification


	2nd Modified Section (New)


5.x SwMIRPNotifications_4 Interface (O)

5.x.1 Notification notifyInstallNESwStatusChanged (O)

5.x.1.1  Definition

This notification, generated by IRPAgent conveys information about the status of the installNESw operation.
Information on Requirements Traceability:

	Referenced TS
	Requirement label
	Comment

	3GPP TS 32.531 [6]
	REQ_NASWM_FUN_3
	


5.x.1.2  Input parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M, Y
	SwMManagedEntity.objectClass 
	Represents the network element object class generating this event. Also refer to Notification header [9].

	objectInstance
	M, Y
	SwMManagedEntity.objectInstance
	Represents the network element instance generating the event. Also refer to Notification header [9]

	notificationId
	O,N
	--
	Refer to Notification header [9].

	eventTime
	M,Y
	--
	Refer to Notification header [9].

	systemDN
	C,Y
	--
	Refer to Notification header [9].

	notificationType
	M,Y
	“notifyInstallNESwStatusChanged”
	

	installProcessId
	M, Y
	Integer
	To allow IRPManager correlate this notification with the installNESw operation request. Also refer to section 5.8.1

	installOperationStatus
	M,Y
	ENUM {
NE_SWINSTALLATION_SUCCESSFUL, NE_SWINSTALLATION_FAILED,

NE_SWINSTALLATION_PARTIALLY_SUCCESSFUL

}
	Provides information on the status of installNESw operation for the network element involved.


	installedNESwInfo
	O,N
	LIST<InstalledNESw>
	Information on where the software or version got installed on the NE

	failedSwInfo
	O,N
	LIST<FailedSw, FailureReason>
	It provides information on the software which failed in installation


5.x.1.3 Triggering Event

5.x.1.3.1 From State

neSwInstallationInProgress
	Assertion Name
	Definition

	neSwInstallationInProgress
	IRPAgent has accepted the request to install software and installProcessId is available


5.x.1.3.2  To State

neSwInstallationSuccessful or neSwInstallationFailed or neSwInstallationPartiallySuccessful.
	Assertion Name
	Definition

	neSwInstallationSuccessful
	Software has been successfully installed

	neSwInstallationFailed
	Software has not been installed

	neSwInstallationPartiallySuccessful
	At least one of software has not been installed


5.x.1.4 Constraints
None
	End of modification
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