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1
Decision/action requested
Agree to include the proposed requirements into the draft TS32.541.
2
References

(Reference - in list form - should be made to previous related SA5/3GPP/etc. documents.)

[1]

3GPP TS 32.541-100: “Self-Healing OAM; Concepts and Requirements”
3
Rationale

It is reasonable that the related alarms to be suppressed if a fault is being resolved by a Self-healing Function. Here, the word “suppress” does not only mean “delay”, it means not to send the alarms if possible. If the Self-healing Process is successful (i.e. the fault is resolved by the Sellf-healing Process), then the related alarm/s will be discarded. Only when the Self-healing Process is failed, the related alarm/s will be sent after a delay time. So if the Self-healing Functions work well and support alarm suppressing meanwhile, the number of alarms over the Itf-N will be significantly reduced.
Although whether a Self-healing Function will suppress the related alarms and how to suppress the alarms are vendor-specific, it is useful if the operator can know whether a Self-healing Function will suppress the related alarms or not. For example, if the operator knows that a Self-healing function will not suppress the related alarms, he may decide to suppress the alarms by other methods (e.g. filter, etc.). 
On the other hand, sometimes, although the Self-healing Function has the capability to suppress the alarms, operator may also want to use another method to suppress the alarms, this may give him a more flexible confrol of the alarms. 
So we propose the following requirements:
REQ_SH_FUN_0X1 The IRPAgent shall support a capability allowing the IRPManager to know whether a Self-healing Function has the capability to suppress the related alarm/s. If a Self-healing Function has the capability to suppress the related alarm/s, by default, the alarm suppressing capability is enabled.

REQ_SH_FUN_0X2 The IRPAgent should support a capability allowing the IRPManager to enable/disable a Self-healing Function to suppress the related alarm/s.

REQ_SH_FUN_0X3 The IRPAgent should support a capability allowing the IRPManager to retrieve whether the alarm suppressing capability of a Self-healing Function is enabled or disabled.

4 Detailed proposal
	1st Modified Section


6.1.1 Monitoring and Management part
REQ_SH_FUN_001 The IRPAgent should provide information to the IRPManager about the self-healing actions.
REQ_SH_FUN_002 The IRPAgent shall provide information to the IRPManager about the self-healing results.
REQ_SH_FUN_003 The IRPAgent shall support a capability allowing the IRPManager to enable and disable the self-healing functionalities on a case by case basis.

REQ_SH_FUN_0X1 The IRPAgent shall support a capability allowing the IRPManager to know whether a Self-healing Function has the capability to suppress the related alarm/s. If a Self-healing Function has the capability to suppress the related alarm/s, by default, the alarm suppressing capability is enabled.
REQ_SH_FUN_0X2 The IRPAgent should support a capability allowing the IRPManager to enable/disable a Self-healing Function to suppress the related alarm/s.

REQ_SH_FUN_0X3 The IRPAgent should support a capability allowing the IRPManager to retrieve whether the alarm suppressing capability of a Self-healing Function is enabled or disabled.

	End of modifications


