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3GPP TS 32.102: "Telecommunication management; Architecture".

[3]
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Void.
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3GPP TS 32.311: "Telecommunication management; Generic Integration Reference Point (IRP) management; Requirements".

[6]
3GPP TS 32.150: "Telecommunication management; Integration Reference Point (IRP) Concept and definitions".
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3GPP TS 32.111-2: "Telecommunication management; Fault Management; Part 2: Alarm Integration Reference Point (IRP): Information Service (IS)".
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5
Information Object Classes (IOCs)

5.1
Imported information entities and local labels

	Label reference
	Local label

	
	

	3GPP TS 32.111-2 [7], notification, notifyNewAlarm
	notifyNewAlarm

	3GPP TS 32.111-2 [7], notification, notifyChangedAlarm
	notifyChangedAlarm

	3GPP TS 32.111-2 [7], notification, notifyClearedAlarm
	notifyClearedAlarm

	3GPP TS 32.111-2 [7], notification, notifyAckStateChanged
	notifyAckStateChanged


5.2
Class Diagram

5.2.1
Attributes and relationships

This clause depicts the set of Support IOCs that encapsulate information relevant for this service. This clause provides the overview of all Support IOCs in UML. Subsequent clauses provide more detailed specification of various aspects of these Support IOCs.


[image: image2.emf]ManagedGenericIRP
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5.2.2
Inheritance

This clause depicts the inheritance relationships that exist between Support IOCs.
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5.3
Information object class definitions
5.3.1
ManagedGenericIRP
5.3.1.1
Definition

This Support IOC represents a generic IRP which supports generic management capabilities associated with each IRPAgent. This Support IOC cannot be instantiated. It is defined for sub-classing purposes. 
5.3.1.2
Attributes

	Attribute name
	
	Support Qualifier
	Read Qualifier
	Write Qualifier

	iRPVersions
	
	M
	M
	-

	operationNameProfile
	
	O
	M
	-

	operationParameterProfile
	
	O
	M
	-

	notificationNameProfile
	
	O
	M
	-

	notificationParameterProfile
	
	O
	M
	-


5.3.1.3
Notification

	Name
	Qualifier
	Notes

	notifyNewAlarm
	O
	See Alarm IRP (3GPP TS 32.111-2 [7]

	notifyChangedAlarm
	O
	See Alarm IRP (3GPP TS 32.111-2 [7]

	notifyClearedAlarm
	O
	See Alarm IRP (3GPP TS 32.111-2 [7]

	notifyComments
	O
	See Alarm IRP (3GPP TS 32.111-2 [7]

	notifyAckStateChanged
	O
	See Alarm IRP (3GPP TS 32.111-2 [7]


5.4
Information relationship definitions
None

5.5
Information attribute definitions
This clause defines the semantics of the attributes used in Support IOCs.

5.5.1
Definitions and legal values

	Attribute Name
	Definition
	Legal Values

	iRPVersions
	This attribute contains a set of IRPVersions. The set contains at least one element.
	See definition "IRP document version number string" in clause 3.1.

	operationNameProfile
	This attribute contains a set of elements.

The n-th element of this set contains the set of operation names supported for the IRPVersion identified in the n-th element of iRPVersions attribute.
	

	notificationNameProfile
	This attribute contains a set of elements. 

The n-th element of this set contains the set of notification names supported for the IRPVersion identified in the n-th element of iRPVersions attribute.
	

	operationParameterProfile
	This attribute contains a set of elements. 

The n-th element of this set contains the set of set of notification parameters supported by the operations identified in the n-th element of operationNameProfile attribute. 

The set of operation parameters are placed in the set in the same order as the order followed by the operation names in their set.
	

	notificationParameterProfile 
	This attribute contains a set of elements. 

The n-th element of this set contains the set of set of notification parameters supported by the notifications identified in the n-th element of notificationNameProfile attribute.

The set of notification parameters are placed in the set in the same order as the order followed by the notification names in their set.
	


6
Interface Definition

6.1
Class diagram representing interfaces
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