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	S5-093744

pCR H(e)NB Profile handling
Ericsson

	Ericsson presented the paper which allows a standard mechanism allowing IRPManager to:
1. Create multiple configuration data set and 
2. Specify which kinds of HNB should use which configuration data set.

	S5-093745

pCR to d32.xy2 re FM mapping function
Ericsson

	The group agreed to put text into draft.

	S5-094026

HNB and HeNB Profile handling
Alcatel-Lucent

Reviewers:
Paul S

Johan R

Tomas Ny
	Author and author of 3744 will merge their contributions on agreed parts into ???.  Revised version will be presented to OAM Plenary Thursday session.


Completion index = 60%
Chair allocated 32.571 and 32.572 for 32.xy1 and 32.xy2 respectively.

Chair suggested titles change as follows:

1. 32.571 Telecommunication management; Home Node B (HNB) and Home eNode B(HeNB) management; Type 2 interface concepts and requirements
2. 32.572 Telecommunication management; Home Node B (HNB) and Home eNode B(HeNB) management; Type 2 interface models and mapping functions
Open issue identified:

· Solution for transferring HNB and HeNB configuration data sets from IRPManager to IRPAgent is FFS (including if there is a need to standardize it).

· Schema for configuration data set is FFS (including if there is a need to standardize it).

