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	1st Modified Section


6.2.1
Attributes and relationships

This clause depicts the set of IOCs that encapsulate information relevant for this service. This sub-clause provides the overview of all information object classes in UML. Subsequent clauses provide more detailed specification of various aspects of these Information Object Classes (IOCs).
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Figure 1.a: SuM NRM naming diagram 1
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Figure 1.b: SuM NRM Containment and Association diagram 2


	Next Modified Section


6.2.2
Inheritance
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Figure 2e: SuM NRM Inheritance Hierarchy 5
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Figure 2h: SuM NRM Inheritance Hierarchy 8
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6.3.19
SuMUser
6.3.19.1
Definition

In this management context:

a)
This class represents a User. 

b)
This class contains the valid parameters that define the User from subscription point of view. 

6.3.19.2
Attributes

Attributes of SuMUser
	Attribute name
	
	Support Qualifier
	Read Qualifier
	Write Qualifier

	suMUserId
	
	M
	M
	-

	relatedMobileUserData-theMobileUserData
	
	M
	M
	O

	userSubscriberRelation-theSubscriber
	
	O
	M
	O

	theIdentity
	
	O
	M
	O
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6.3.25
SuMServiceParameter
6.3.25.1
Definition

In this management context:

a)
This class represents a structured Service Parameter defined for a service. 

b)
This class is an abstract IOC provided for sub-classing only.
	Next Modified Section


6.3.26
SuMIdentity
6.3.26.1
Definition

In this management context:

a) This class represents user related identities.
b) This class is an abstract IOC provided for sub-classing only.
	Next Modified Section


6.5
Information attribute definitions

6.5.1
Definitions and legal values

The following table defines the attributes that are present in several IOCs of the present document.

Attributes

	Attribute Name
	Definition
	Legal Values

	iMSServiceId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the IMSService object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	cSServiceId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the CSService object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	pSServiceId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the PSService object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	cSServiceProfileId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the CSServiceProfile object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	pSServiceProfileId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the PSServiceProfile object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	iMSServiceProfileId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the IMSServiceProfile object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	cSSubscribedServiceId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the CSSubscribedService object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	pSSubscribedServiceId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the PSSubscribedService object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	iMSSubscribedServiceId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the IMSSubscribedService object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	iMSPublicIdentificationId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the IMSPublicIdentification object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	mobileUserDataId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the MobileUserData object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	suMCredentialsId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the SuMCredentials object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	suMSubscriberProfileId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the SuMSubscriberProfile object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	suMSubscriberProfileInfo
	A description of (information for) the Subscriber Profile. It is an “Any” type with free structure and format.
	

	suMUserId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the SuMUser object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	userLabel
	A user-friendly (and user assigned) name of the associated object. IOCs inheriting from ManagedFunction will have this attribute. Other IOCs may have it as well, if explicitly defined for them.
	

	agreement-contract
	Models the agreement relationship to a subscribed service. This attribute contains a list of the DN(s) of the related SuMSubscribedService instance(s).
	

	agreement-offer
	Models the agreement relationship to a service. An attribute whose ‘name+value’ can be used as DN when referencing an instance of the SuMService object class.
	

	description-service
	Models the description relationship to a service profile. This attribute contains a list of the DN(s) of the related SuMServiceProfile instance(s).
	

	description-specification
	Models the description relationship to a subscribed service. An attribute whose ‘name+value’ can be used as DN when referencing an instance of the SuMSubscribedService object class.
	

	relatedIMSPublicId-thePublicId
	Models the relatedIMSPublicId relationship from a user’s credentials to the IMS Public Identification. This attribute contains a list of the DN(s) of the related IMSPublicIdentification instance(s).
	

	relatedIMSServiceProfile-theServiceProfile
	Models the relatedIMSServiceProfile relationship from a user’s credentials to an IMS service profile. This attribute contains a list of the DN(s) of the related IMSServiceProfile instance(s).
	

	relatedMobileUserData-theMobileUserData
	Models the relatedMobileUserData relationship from a user to the user data of a mobile User Equipment. This attribute contains a list of the DN(s) of the related MobileUserData instance(s).
	

	relatedServiceProfile-theServiceProfile
	Models the relatedServiceProfile relationship from the user data of a mobile User Equipment to a service profile. This attribute contains a list of the DN(s) of the related SuMServiceProfile derived instance(s).
	

	userSubscriberRelation-theSubscriber
	Models the userSubscriberRelation relationship from a user to a subscriber. This attribute contains a list of the DN(s) of the related SuMSubscriberProfile instance(s).
	

	userSubscriberRelation-theUser
	Models the userSubscriberRelation relationship from a subscriber to a user. This attribute contains a list of the DN(s) of the related SuMUser instance(s).
	

	theIdentity
	Models the relationship from a user to an identity. This attribute contains a list of the DN(s) of the aggregated SuMIdentity instance(s).
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