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1
Decision/action requested

Agree the proposed pseudo CR for TS 32.541
2
References

[1] Draft 3GPP 32.541 0.4.0 Telecommunication management; Self-Healing OAM; Concept and Requirements
[2] Draft 3GPP 32.762 9.0.0 Telecommunication management; E-UTRAN NRM IRP: IS 
3
Rationale

This document proposes two requirement modifications for the cell outage compensation. The reasons for changes are described as below:
REQ_SHCOC_FUN_1:
Information about the begin and the end of cell outage are already supported by the existing specification [2] on EUtranGenericCell, which are specified using the notifyStateChange or notifyNewAlarm/notifyClearedAlarm. The missing functionality is the information to indicate the start and the end of the cell outage compensation.
REQ_SHCOC_FUN_2:
The recovery and compensation are different use case and they are supported by different actions/mechanisms. The requirement [1] needs to be extended with compensation result. 
Without these changes we may conclude with inappropriate stage 2 specification. Hence we propose to agree on the pCR. 

4
Detailed proposal
	Begin of Change to TS 32.541


6.1
Requirements
REQ_SHCOC_FUN_1:
The IRPAgent shall inform the IRPManager about begin and end of a cell outage compensation.
REQ_SHCOC_FUN_2:
The IRPAgent shall provide the IRPManager the possibility to retrieve information about cell outage recovery result and compensation result. 

	End of Change























































































































