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Agenda Item:
6.4.3 3G Home NodeB and LTE Home eNodeB OAM&P Type 1
1
Decision/action requested

Addition of 1.28Mcp TDD specific parameters for HNB access network of the configuration management part of Information Model Definition for Type 1 Interface
2
References

[1]
3GPP TS 32.582, Telecommunications management; Home Node B (HNB) Operations, Administration, Maintenance and Provisioning (OAM&P); Information model for Type 1 interface HNB to HNB Management System (HMS), v8.0.0 
3
Rationale
Because the physical layers of LCR 1.28Mcps TDD and FDD are different, some of the parameters should be defined separately.
For LCR 1.28Mcps TDD, physical channels are configured on specific time slot of specific carrier, so once a physical channel is configured, timeslot and carrier related info should be offered.
For example, for ‘HSDPA related parameter’, ‘4)number of codes in each timeslot used by HS-PDSCH,TDD only,5)number of timeslots used by HS-PDSCH,TDD only,6)number of HS-SICHs used in the HNB,TDD only’ are suggested to be added.
Some physical channels are FDD specific, such as  P-SCH, S-SCH ,etc, while other channels are TDD specific, such as UpPCH, DwPCH,  for the related parameters , they should be configured separately.
To avoid interference between HNBs and Macro NodeBs ,  we suggest configure carrier frequencies separately for HNBs and Macro NodeBs, that is HNBs can’t use the same frequency as Macro NodeBs. And for a specific HNB, we suggest that it only use frequencies specified in a list, which is called ‘Carriers which can be used by HNB’. If operators don't want to restrict the frequencies HNBs use, they just add all the available frequencies in the list ,which is flexible.
4
Remained issues

As I know , Specification 32.582 only includes high-level configured parameters, and detailed parameters are defined in BBF technical report TR-196 Femto Access Point Service Data Model, which should be modified correspondingly.

But how to initiate the modification?  Suggestions are needed.
4
Detailed proposal

Please refer to Doc S5-094170 for detailed proposal.






