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3GPP TS 32.410: "Key Performance Indicators (KPI) for UMTS and GSM ".
[19]
3GPP TS 25.308: " High Speed Downlink Packet Access (HSDPA) Overall description ".
	2nd Modified Section


4.36
MBMS related measurements
a) ……
4.37
64QAM related measurements
4.37.1
Number of 64QAM scheduled TTIs in UTRAN cell

a) This measurement provides the number of 64QAM scheduled TTIs in UTRAN cell.

b) CC
c) On transmission by the NodeB of a scheduled message send to UE through HS-SCCH, which can be calculated in NodeB scheduler, see 25.308[19]. Only 64QAM type modulation is calculated.
d) A single integer value. 

e) HSDPA.64QAMScheduled
f) UtranCellFDD
g) Valid for packet switched traffic and CS switched traffic.
h) UMTS
4.37.2
Number of total modulation mode scheduled TTIs in UTRAN cell

a) This measurement provides the number of total modulation mode scheduled TTIs in UTRAN cell.

b) CC
c) On transmission by the NodeB of a scheduled message send to UE through HS-SCCH, which can be calculated in NodeB scheduler, see 25.308[19]. All types of modulations are calculated, including but not limited to 64QAM, 16QAM and QPSK.
d) A single integer value. 

e) HSDPA.ModulScheduled
f) UtranCellFDD
g) Valid for packet switched traffic and CS switched traffic.
h) UMTS
	End of Modifications
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