3GPP TSG-SA5 (Telecom Management)
S5-100364
Meeting SA5#69, 18 - 22 Jan 2010, Valencia, Spain
revision of S5-100174
Source:
Huawei
Title:
Add missing requirement for HO parameter optimization function management
Document for:
Approval

Agenda Item:
6.6.1
1
Decision/action requested

The group is asked to discuss the document and agree on the text proposal to be included in TS 32.521.
2
References

[1] 3GPP TS 32.521: "Telecommunication management; Self-Optimization OAM; Concepts and Requirements (Release 9)" V1.3.0

3
Rationale

There are some requirements for disabling and enabling self-optimization functions in TS 32.521 [1].

REQ-SO_MM-CON-1
IRPManager shall be able to control the self-optimization functions.

REQ-SO_LB-FUN-1
The IRPManager shall be able to disable/enable the load balancing function.
REQ-SO_IC-FUN-1
The IRPManager shall be able to disable/enable the Interference Control function.

REQ-SO_RO-FUN-1
The IRPAgent shall support enabling and disabling the RACH optimization function.
From management point of view, the disable/enable functionality is useful for operator to achieve a good control over the self-optimization functions. As one kind of self-optimization functions, HO parameter optimization function needs this control also. However, the disable/enable requirement for HO parameter optimization function is missing in current TS 32.521 [1]. 

It is proposed to add the missing disable/enable requirement for HO parameter optimization function management in TS 32.521 [1].

4
Detailed proposal

Text Proposals to 32.521 v1.3.0 [1]
	1st Modified Section


6.1.3.3
Requirements

REQ-SO_HO-FUN-1 HO parameter optimisation function shall aim at detecting too early handover, too late handover and handover to a wrong cell.

REQ-SO_HO-FUN-2 HO parameter optimisation function shall aim at detecting inefficient use of network resources due to unnecessary HOs. 
REQ-SO_HO-FUN-3 HO parameter optimisation function shall aim at meeting the objectives and targets for the HO optimisation function
REQ-SO_HO-FUN-4 The objectives for the HO parameter optimisation function shall reflect the desired tradeoff between the reduction in the number of HO related failures and the reduction of inefficient use of network resources due to HOs.
REQ-SO_HO-FUN-5
The IRPManager shall be able to disable/enable the HO parameter optimization function.
	End of modifications


