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1
Decision/action requested

The group is asked to discuss the document and agree on the text proposal to be included in TS 32.522.
2
References

 [1] 3GPP TS 32.425: "Performance measurements Evolved Universal Terrestrial Radio Access Network(E-UTRAN) (Release 9)"  V9.1.0
3
Rationale

The target of Load balancing optimization is to make as much usage of the system capacity as possible and enlarge the system capacity by maximum balancing the load. 
The existing PM counters defined in TS 32.425[1] on RRC connection establishment and SAE establishment can reflect the user access rate of the system. If the load balancing optimization can enlarge the system capacity, the user access rate of the system will be increased compared with no load balancing scenario.
4
Detailed proposal
Text Proposals to 32.522 v0.4.0 
	1st Modified Section


4.2
Load Balancing Optimization Function

……….
4.2.5.4
PM

IRPManager may collect Load balancing related performance measurements. Counters related with Load balancing are captured in the table below:
	Counter Name
	Description
	Affected existing specifications

	Number of RRC connection establishments failure related to load
	Refer to 3GPP TS 32.425
	3GPP TS 32.425

	Number of Attempted RRC connection establishments
	Refer to 3GPP TS 32.425
	3GPP TS 32.425

	Number of E-RAB setup failure related to load
	Refer to 3GPP TS 32.425
	3GPP TS 32.425

	Number of E-RAB  attempted to setup
	Refer to 3GPP TS 32.425
	3GPP TS 32.425


Note: The monitoring of PM counters will make use of existing PM IRP.
	End of modifications

















