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1 Progress status

Percentage of completion: 100% (previously 60%)

Summary of progress: the group agreed to send the TR to for approval, and agreed to update the SID to close this study item.

Outstanding issues: Null

2 Minutes

The RG session was held on <Q4, Mar.04, 2010>.

	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-100880
	Usage of 3GPP Signalling-based Trace capabilities for MDT
QC: What’s the MDT configuration?
HUAWEI: Data needs to be configured for MDT to the eNB and/or UE, and RAN should discuss which info needs go to UE;

QC: how to support the multiple UE selection, how to handle the case for the inter-RAT scenario?
E///: UTRAN and E-UTRAN can have the same TCE, and we need to enhance the Trace to do that.
VF: tend to agree with QC, not good to add to the TR at the end stage.
Deutsche Telecom: signaling based trace is from HSS, actually it is not widely supported in real network.
Telecom Italy: 
1. in Multi-RAT network, the UE moves another RAT network, how the Trace can support?
2. in Multi-vendor network, the UE moves to MDT area, how the Trace can support?

Conclusion: Noted.
	HUAWEI

	S5-101014
	Updated SID study on integration of device management information with Itf-N
Conclusion: Agreed.
	Rapporteur

	S5-101015
	Presentation of 32.827 to SA #47
Conclusion: Agreed.
	Rapporteur
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