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	1st Modified Section


3.1
Measurement family

The measurement names defined in the present document are all beginning with a prefix containing the measurement family name (e.g. RRC.AttConnEstab.Cause). This family name identifies all measurements which relate to a given functionality and it may be used for measurement administration (see TS 32.401 [5]).

The list of families currently used in the present document is as follows:
-
DRB (measurements related to Data Radio Bearer)

-
RRC (measurements related to Radio Resource Control)

-
RRU (measurements related to Radio Resource Utilization)

-
SAEB (measurements related to SAE Bearer)
-
HO (measurements related to Handover)
-

S1SIG (measurements related to S1 Signalling)

-
SRB (measurements related to Signalling Radio Bearer)

-
PAG (measurements related to Paging)

-
EQPT(measurements related to Equipment)
-
UECNTX(measurements related to UE CONTEXT)
	2nd Modified Section


4.1.x
UE CONTEXT Release 

4.1.x.1
Number of UE CONTEXT Release Request
a) This measurement provides the number of UE CONTEXT Release initiated by eNB for each release cause.
b) CC.

c) Transmission of an UE CONTEXT RELEASE REQUESTS message initiated by eNodeB. Each release request is to be added to the relevant cause measurement. The possible causes are defined in 36.413 [9]. The sum of all supported per causes measurements shall equal the total number of UE CONTEXT Release initiated by eNodeB. In case only a subset of per cause measurements is supported, a sum subcounter will be provided first.



d) Each measurement is an integer value. The number of measurements is equal to the number of causes plus a possible sum value identified by the .sum suffix.

e) The measurement name has the form UECNTX.RelReq.Cause 
where Cause identifies the release cause.
f) EUtranCellFDD
EUtranCellTDD
g) Valid for packet switching.

h) EPS
i) By differenciate the causes, this measurement can be used to count “The number of abnormal RRC connection release related to load”, which can be used for LBO target calculation..
4.1.x.2
Successful UE CONTEXT Release
a) This measurement provides the number of successful UE Context Release.
b) CC.

c) Sending of UE CONTEXT RELEASE COMPLETE from eNB to MME. Each message is added to the relevant Number of UE Context Release measurement. 
The possible causes are included in 36.413 [9]. The sum of all supported per cause measurements shall equal the total number of successful UE context release. In case only a subset of per cause measurements is supported, a sum subcounter will be provided first.

d) Each measurement is an integer value. The number of measurements is equal to the number of causes plus a possible sum value identified by the .sum suffix.

e) The measurement name has the form  UEContext.RelSuccNbr.Cause
where Cause identifies the successful UE conetext release cause.
f) EUtranCellFDD
EUtranCellTDD
g) Valid for packet switching.

h) EPS
i) This measurement can be used to count “the total number of RRC connection release”, which can be used for LBO target calculation.

a) 
b) 
c) 
d) 
e) 
f) 
g) 
h) 
	End of modifications
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