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4.13
E-UTRAN Trace Record Content

For eNB, the Maximum level of detail shall be supported.

Table 4.13.1 : E-UTRAN Trace Record Content

	Interface (specific messages)
	Format
	Level of details
	Description

	
	
	Min
	Med
	Max
	

	RRC (without rrc dedicated measurements)
	Decoded
	M
	M
	O
	Message name 

	
	
	O
	O
	O
	Record extensions

	
	
	M
	M
	X
	eNBID of traced eNB

	
	
	M
	M
	X
	Dedicated IE extracted from RRC messages between the traced eNB and the UE. A subset of IEs as given in the table 4.6.2. is provided.

	
	ASN.1
	X
	X
	M
	Raw Uu Messages: RRC messages between the traced eNB and the UE. The encoded content of the message is provided

	S1
	Decoded
	M
	M
	O
	Message name 

	
	
	O
	O
	O
	Record extensions

	
	
	M
	M
	X
	eNBID of traced eNB
MME ID of the connected MME

	
	
	M
	M
	X
	E-RabId + Dedicated IE extracted from S1AP messages between the traced eNB and Core Network. A subset of IEs as given in the table 4.6.2. is provided.

	
	ASN.1
	X
	X
	M
	Raw S1 Messages S1AP: messages between the traced eNB and Core Network The encoded content of the message is provided

	X2
	Decoded
	M
	M
	O
	Message name 

	
	
	O
	O
	O
	Record extensions

	
	
	M
	M
	X
	eNBID of traced eNB
eNBID of neighbouring eNB

	
	
	M
	M
	X
	Dedicated IE extracted from X2AP messages between the traced eNB and the neighbouring eNB. A subset of IEs as given in the table 4.6.2.is provided

	
	ASN.1
	X
	X
	M
	Raw X2 Messages:X2AP messages between the traced eNB and the neighbouring eNB. The encoded content of the message is provided

	RRC (only dedicated measurements)
	Decoded
	X
	M
	X
	Uu IEs from RRC measurement reports messages

	
	ASN.1
	X
	X
	M
	RRC measurement reports messages


NOTE: For the security keys in IEs or part of IEs that are containing non NAS security keys (e.g. KeNB), the value 0 shall be written in the trace file.
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