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3
Definitions and abbreviations

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

AUC
AUthentication Centre

AS
Application Server

BG
Border Gateway

BGCF
Breakout Gateway Control Function

BS
Billing System

CBC
Cell Broadcast Center

CGF
Charging Gateway Functionality

CN
Core Network

DN
Distinguished Name (see 3GPP TS 32.300 [13])

EIR
Equipment Identity Register

EM
Element Manager

FM
Fault Management

FNR
Flexible Number Register
GDMO
Guidelines for the Definition of Managed Objects

GGSN
Gateway GPRS Support Node

GMLC
Gateway Mobile Location Center

GMSC Server
Gateway MSC Server

GMSC
Gateway MSC

GPRS
General Packet Radio System
HNB GW
Home NodeB Gateway
ICSCF
Interrogating Call Session Control Function

IDL
Interface Definition Language

IMS
IP Multimedia Subsystem

IOC
Information Object Class

IRP
Integration Reference Point

ISO
International Standards Organization

IWF
InterWorking Function

ME
Managed Element

MGCF
Media Gateway Control Function

MGW
Media GateWay

MIM
Management Information Model

MNP-SRF
Mobile Number Portability-Signalling Relay Function

MO
Managed Object

MOI
Managed Object Instance

MRFC
Multimedia Resource Function Controller 

MRFP
Call Session Control Function Processor

MSC Server
Mobile Services Switching Centre Server

MSC
Mobile Services Switching Centre

NE
Network Element

NM
Network Manager

NPDB
Number Portability DataBase

NR
Network Resource

NRM
Network Resource Model

OSI
Open Systems Interconnection

PCSCF
Proxy Call Session Control Function

PM
Performance Management

RDN
Relative Distinguished Name (see 3GPP TS 32.300 [13])

SCF
Service Control Function

SCSCF
Serving Call Session Control Function

SGSN
Serving GPRS Support Node

SGW
Signalling GateWay

SLF
Subscription Locator Function

SMLC
Serving Mobile Location Center

SMS
Short Message Service

SMS-GMSC
SMS Gateway MSC

SMS-IWMSC
SMS InterWorking MSC

SRF
Specialized Resource Function

SSF
Service Switching Function

TMN
Telecommunications Management Network

UML
Unified Modelling Language

UMTS
Universal Mobile Telecommunications System

UTRAN
Universal Terrestrial Radio Access Network

VLR
Visitor Location Register
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6.3
Information object class definitions

6.3.25
IucsLink
6.3.25.1
Definitions

This IOC represents an Iu-cs interface link connecting an MSCserver to the RNC, BSC and HNB GW. For more information about the Iu interface, see 3GPP TS 23.002 [15].

6.3.25.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	iucslinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedRnc
	+
	O
	M
	-

	connectedBss
	+
	O
	M
	-

	connectedHNBGW
	+
	O
	M
	-


6.3.25.3
Attribute constraints

The optional attribute connectedRnc shall be supported when the Iucs interface is between the MSCServer node and an RNC node.

The optional attribute connectedBss shall be supported when the Iucs interface is between the MSCServer node and a BSC node.
The optional attribute connectedHNBGW shall be supported when the Iucs interface is between the MSCServer node and a HNB GW node [25].
The attributes connectedRnc, connectedBss and connectedHNBGW are mutually exclusive.
6.3.25.4
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.26
IupsLink
6.3.26.1
Definitions

This IOC represents an Iu-ps interface link connecting a SGSN to the RNC,  BSC and HNB GW.  For more information about the Iu interface, see 3GPP TS 23.002 [15].

6.3.26.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	iupslinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedRnc
	+
	O
	M
	-

	connectedBss
	+
	O
	M
	-

	connectedHNBGW
	+
	O
	M
	-


6.3.26.3
Attribute constraints

The optional attribute connectedRnc shall be supported when the Iups interface is between the SGSN node and an RNC node.

The optional attribute connectedBss shall be supported when the Iups interface is between the SGSN node and a BSC node.
The optional attribute connectedHNBGW shall be supported when the Iucs interface is between the SGSN node and a HNB GW node [25].
The attributes connectedRnc, connectedBss and connectedHNBGW are mutually exclusive.
6.3.26.4
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.27
IubcLink
6.3.27.1
Definitions

This IOC represents an Iu-bc interface link connecting a CBC to the RNC and HNB GW. For more information about the Iu interface, see 3GPP TS 23.002 [15].

6.3.27.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	iubclinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedRnc
	+
	M
	M
	-

	connectedHNBGW
	+
	M
	M
	-


6.3.27.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
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