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Abstract of document:

Work done against WT-level Work item in SP-090310:

UID
440061
Title
User Data Convergence - Common Baseline Information Model
Acronym
UDC - CBIM
Rapporteur:
Miguel A. Garcia (Ericsson)
TR 22.985 and TS 22.101 provide the requirements for User Data Convergence so that user data can be moved from where it originated, to a facility called User Data Repository (UDR) where it can be accessed, stored and managed in a common way. TS 23.335 and TS 29.335 define Stage 2 and 3 for application access to UDR. TS 32.181 defines a framework for modelling and management of information models of UDC. This specification, TS 32.181 defines the UDC Common Baseline Information Model.
The UDC Common Baseline Information Model specifies an information model that contains the abstract description of entities and their relationships, whenever these entities are used by a commonality of applications. Data models of the protocol over the Ud interface (UDR to Front Ends) are derived from the UDC CBIM.
Changes since last presentation to SA Meeting #46:

The document has been revised to include a Subscription and an End User Group object classes. Roles and definitions of relationships have been added, together with a complete definition of CBIM.
Outstanding Issues:

None
Contentious Issues:

None
Change history of this document:

1999-11-17: original issue

2007-09-06: removal of references to Working Groups; bring names of TSGs up to date; correction of typo

