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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 25.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".

[3]
3GPP TS 32.102: "Telecommunication management; Architecture".

[4]
3GPP TS 32.600: "Telecommunication management; Configuration Management (CM); Concept and high-level requirements".
[5]
3GPP TS 32.150: "Telecommunication management; Integration Reference Point (IRP) Concept and definitions".
[7]
3GPP TS 23.060: "General Packet Radio Service (GPRS); Service description; Stage 2".

[8]
3GPP TS 25.467: "UTRAN architecture for 3G Home NodeB; Stage 2".

	2nd Modified Section


4
Concepts and background 

HNB Subsystem is defined in TS 23.060[7]. According to the definition, a HNB subsystem consists of a HNB and a HNB GW. The HNB Subsystem appears as an RNS to the core network and is connected by means of the Iu-CS interface to the MSC and by means of the Iu-PS interface to the SGSN.
Detailed functions of HNB and HNB GW are described in TS 25.467 [8]. To be more specific, HNB is a Customer Premise Equipment that offers the Uu Interface to the UE. It provides RAN connectivity and supports RNC like functions as well as UE registration over Iuh. HNB Gateway (HNB-GW) terminates Iuh from HNB and appears as an RNC to the existing Core network using existing Iu interface. It supports HNB registration and UE registration over Iuh.
Based on the above characteristics, this specification defines respective HNS NRM IRP requirements.
	End of Modified Section
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