
3GPP TSG-SA5 (Telecom Management)
S5-100894
Meeting SA5#70, 1-5 Mar 2010, Xiamen, P.R. China
revision of S5-100613
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	32.584
	CR
	CRNum
	(

rev
	-
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Update references to BBF TR-157

	
	

	Source to WG:
(

	Nokia Siemens Network

	Source to TSG:
(

	SA5

	
	

	Work item code:
(

	OAM9
	
	Date: (

	05/03/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	Wrong document references to BBF working texts

	
	

	Summary of change:
(

	Update the document references to the published ones

	
	

	Consequences if 
(

not approved:
	Unclear reference may lead to interface/implementation errors

	
	

	Clauses affected:
(

	2, 5.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


	1st Modified Section


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".

[3]
3GPP TS 32.102: "Telecommunication management; Architecture".

[4]
3GPP TS 32.300: "Telecommunication management; Configuration Management (CM); Name convention for Managed Objects".

[6]
3GPP TR R3.020, Home (e)NodeB

[7] 
TR-069 Amendment 2, CPE WAN Management Protocol v1.1, Broadband Forum 
[8]
3GPP TS 32.435: "Telecommunication management; Performance measurement: eXtensible Markup Language (XML) file format definition"

[9]
3GPP TS 32.582: "Telecommunications management; Home Node B (HNB) Operations, Administration, Maintenance and Provisioning (OAM&P); Information model for Type 1 interface HNB to HNB Management System (HMS)"

[10]
W3C REC-xml-20001006: "Extensible Markup Language (XML) 1.0 (Second Edition)".

[11]
W3C REC-xmlschema-0-20010502: "XML Schema Part 0: Primer".

[12]
W3C REC-xmlschema-1-20010502: "XML Schema Part 1: Structures".

[13]
W3C REC-xmlschema-2-20010502: "XML Schema Part 2: Datatypes".

[14]
W3C REC-xml-names-19990114: "Namespaces in XML".
[15]
 TR-157 Amendment 1 “Component Objects for CWMP”, Broadband Forum
[16] 

TR-098 Amendment 2, "Internet Gateway Device Data Model for TR-069", Broadband Forum

[17]
3GPP TS 32.622: "Telecommunication management; Configuration Management (CM); Generic network resources Integration
	2nd Modified Section


5
PM data format definition

5.1
Mapping table

Table 5.1 maps the PM file content items in the 3GPP TS 32.582 [9] document to those used in the XML schema based file format definitions. XML tag attributes are useful where data values bind tightly to its parent element. They have been used where appropriate. 

Table 5.1 Mapping of File Content Items to XML tags

	File Content Item
	XML schema based XML tag
	Description

	measDataCollection
	measCollecFile
	

	measFileHeader
	fileHeader
	

	measData
	measData
	

	measFileFooter
	fileFooter
	

	fileFormatVersion
	fileHeader fileFormatVersion
	

	senderName
	fileHeader dnPrefix
  and
fileSender localDn
	For the XML schema based XML format, the DN is split into the DN prefix and the Identifier of the Managed Object (see 3GPP TS 32.582 [9]). XML attribute specification "dnPrefix" may be absent in case the DN prefix is not configured in the sender. XML attribute specification "localDn" may be absent in case the Identifier of the Managed Object is not configured in the sender.

	senderType
	fileSender elementType
	For the XML schema based XML format, XML attribute specification "elementType" may be absent in case the "senderType" is not configured in the sender.

	vendorName
	fileHeader vendorName
	For the XML schema based XML format, XML attribute specification "vendorName" may be absent in case the "vendorName" is not configured in the sender.

	collectionBeginTime
	measCollec beginTime
	3GPP TS 32.582 [9] clause 6.3.2.1 Period Statistics "ReportStartTime"

	neId
	managedElement
	

	neUserName
	managedElement userLabel
	For the XML schema based XML format, XML attribute specification "userLabel" may be absent in case the "nEUserName" is not configured in the CM applications.
Not used in HNB PM file

	neDistinguishedName
	fileHeader dnPrefix
  and
managedElement localDn
	For the XML schema based XML format, the DN is split into the DN prefix and the Identifier of the Managed Object (see 3GPP TS 32.582 [9]). XML attribute specification "localDn" may be absent in case the Identifier of the Managed Object is not configured in the CM applications.

	neSoftwareVersion
	managedElement swVersion
	For the XML schema based XML format, XML attribute specification "swVersion" may be absent in case the "nESoftwareVersion" is not configured in the CM applications.
Not used in HNB PM file

	measInfo
	measInfo
	

	measInfoId
	measInfoId
	

	measTimeStamp
	granPeriod endTime
	Calculated from the 3GPP TS 32.582 [9] clause 6.3.2.1 Period Statistics "ReportStartTime" + accumulation of the 3GPP TS 32.582  [9] clause 6.3.2.1 Period Statistics "SampleSeconds"

	jobId
	Job jobId
	Not used in HNB PM file

	granularityPeriod
	granPeriod duration
	For the XML schema based XML format, the value of XML attribute specification "duration" shall use the truncated representation "PTnS" (see [13]).
3GPP TS 32.582 [9] clause 6.3.2.1 Period Statistics "SampleInterval"

	reportingPeriod
	repPeriod duration
	For the XML schema based XML format, the value of XML attribute specification "duration" shall use the truncated representation "PTnS" (see [13]).
3GPP TS 32.582 [9] clause 6.3.1.1 Period Upload  Interval

	measTypes
	measTypes
  or
measType
	For the XML schema based XML format, depending on sender's choice for optional positioning presence, either XML element "measTypes" or XML elements "measType" will be used.
3GPP TS 32.582 [9] clause 6.3.2.2 Period Statistics Reference

	measValues
	measValue
	

	measObjInstId
	measValue measObjLdn
	Identifier of the Managed Object (see 3GPP TS 32.582 [9])

	measResults
	measResults
  or

R
	For the XML schema based XML format, depending on sender's choice for optional positioning presence, either XML element "measResults" or XML elements "r" will be used.
Broadband Forum data object PeriodicStatistics.SampleSet.{i}.

Parameter.{i}.Values (see TR-157 Amendment 1 [15])

	suspectFlag
	Suspect
	Not used in HNB PM file

	timeStamp
	measCollec endTime
	3GPP TS 32.582 [9] clause 6.3.2.1 Period Statistics ReportEndTime

	There is no corresponding File Content Item.
	measType p
	An optional positioning XML attribute specification of XML element "measType" (XML schema based), used to identify a measurement type for the purpose of correlation to a result. The value of this XML attribute specification is expected to be a non-zero, non-negative integer value that is unique for each instance of XML element "measType" that is contained within the measurement data collection file.
Not used in HNB PM file

	There is no corresponding File Content Item.
	r p
	An optional positioning XML attribute specification of XML element "r", used to correlate a result to a measurement type. The value of this XML attribute specification should match the value of XML attribute specification "p" of the corresponding XML element "measType" (XML schema based).
Not used in HNB PM file
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