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1
Decision/action requested

SA5 group is asked to discuss and approve new defined CORBA solution Set in 32.773
2
References
TS 32.773 Home Node B Subsystem (HNS) Network Resource Model (NRM) Integration Reference Point (IRP); Common Object Request Broker Architecture (CORBA) Solution Set (SS)
3
Rationale

The contribution would like to add CORBA solution set for HNS.
4
Detailed proposal

	1st  Modified Section


5.2
Information Object Class (IOC) mapping

This SS supports reference attributes for relations other than containment relations between objects. Reference attributes are therefore introduced in each MOC where needed. 
5.2.1
IOC HNBGWFunction

	NRM Attributes of IOC HNBGWFunction in TS 32.772 [2]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	id
	hnbgwFunctionId
	string
	M
	M
	-

	hnbgwId
	hnbgwId
	string
	M
	M
	-

	userLabel
	userLabel
	string
	M
	M
	M

	ipConfigInfo
	ipConfigInfo
	string
	M
	M
	-

	maxNbrHNBRegistered
	maxNbrHNBRegistered
	Integer
	M
	M
	-

	maxPacketCapability
	maxPacketCapability
	integer
	M
	M
	-


5.2.2

IOC HNBProfile
	NRM Attributes of IOC HNBProfile in TS 32.772 [2]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	id
	hnbProfileId
	string
	M
	M
	-

	userLabel
	userLabel
	string
	M
	M
	M

	configuration
	configuration
	string
	M
	M
	-

	criterion
	criterion
	string
	O
	M
	-


5.2.3
IOC HMSFunction
	NRM Attributes of IOC HMSFunction in TS 32.772 [2]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	userLabel
	userLabel
	string
	M
	M
	M


5.2.4
IOC IuhSignLinkTp
	NRM Attributes of IOC IuhSignLinkTp in TS 32.772 [4]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	id
	iuhSignLinkTpId
	string
	M
	M
	-

	userLabel
	userLabel
	string
	O
	M
	M

	farEndEntity
	farEndEntity
	string
	O
	M
	-

	sctpAssocLocalAddr
	sctpAssocLocalAddr
	string
	M
	M
	-

	sctpAssocRemoteAddr
	sctpAssocRemoteAddr
	string
	M
	M
	-


5.2.5
IOC EP_Iuh
	NRM Attributes of IOC EP_Iuh in TS 32.772 [4]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	id
	epIuhId
	string
	M
	M
	-

	userLabel
	userLabel
	string
	O
	M
	M

	farEndEntity
	farEndEntity
	string
	O
	M
	-

	farEndNEIPAddr
	farEndNEIPAddr
	string
	O
	M
	CM


	2nd Modified Section


Annex A (normative): IDL specifications

//File: HnsNetworkResourcesNRMDefs.idl

#ifndef _HNSNETWORKRESOURCESNRMDEFS_IDL_
#define _HNSNETWORKRESOURCESNRMDEFS_IDL_
#include "GenericNetworkResourcesNRMDefs.idl"

#pragma prefix "3gppsa5.org"
/**
 * This module defines constants for each MO class name and
 * the attribute names for each defined MO class.
 */
module HnsNetworkResourcesNRMDefs
{
      /**
       *  Definitions for MO class HnbgwFunction
       */ 
      interface HNBGWFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {
         const string CLASS = "HNBGWFunction";
         // Attribute Names
         // 
         const string hnbgwFunctionId = "hnbgwFunctionId";
         const string hnbgwId = "hnbgwId";
         const string ipConfigInfo = "ipConfigInfo";
         const string maxNbrHNBRegistered = "maxNbrHNBRegistered";
         const string maxPacketCapability = "maxPacketCapability";
      };
      /**
       *  Definitions for MO class IuhSignLinkTp
       */ 
      interface IuhSignLinkTp : GenericNetworkResourcesNRMDefs::EP_RP
      {
         const string CLASS = "IuhSignLinkTp";
         // Attribute Names
         //         
         const string sctpAssocLocalAddr = "sctpAssocLocalAddr";
         const string sctpAssocRemoteAddr = "sctpAssocRemoteAddr";
      };
      /**
       *  Definitions for MO class EP_Iuh
       */ 
         interface EP_Iuh : GenericNetworkResourcesNRMDefs::EP_RP
      {         
         const string CLASS= "EP_Iuh";
         // Attribute Names
         //          
         const string farEndNEIPAddr= "farEndNEIPAddr";
      };
      /**
       *  Definitions for MO class HNBProfile
       */
      interface HNBProfile : GenericNetworkResourcesNRMDefs::ManagedFunction
      {         
         const string CLASS= "HNBProfile";
         // Attribute Names
         //          
         const string hnbProfileId = "hnbProfileId";
         const string configuration = "configuration";
         const string criterion = "criterion";
      };
      /**
       *  Definitions for MO class HMSFunction
       */
      interface HMSFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {         
         const string CLASS= "HMSFunction";
         // Attribute Names
         //          
      };
};
#endif //_HNSETWORKRESOURCESNRMDEFS_IDL_
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