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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms  and definitions defined in 3GPP TR 21.905 [100], 3GPP TS 32.240 [1] and 3GPP TS 22.060 [200], and the following apply:
	Next Modification


3
Definitions, symbols and abbreviations

3.1
Definitions

IP-CAN session: The association between a UE represented by an IPv4 and/or an IPv6 address, and UE identity information, if available, and a PDN represented by a PDN ID (e.g. an APN). An IP-CAN session incorporates one or more IP-CAN bearers. Support for multiple IP-CAN bearers per IP-CAN session is IP-CAN specific. An IP-CAN session exists as long as UE IP addresses are established and announced to the IP network.
middle tier (charging) TS: used for the 3GPP charging TSs that specify the domain / subsystem / service specific, online and offline, charging functionality. These are all the TSs in the numbering range from 3GPP TS 32.250 [10] to 3GPP TS 32.271 [31], e.g. 3GPP TS 32.250 [10] for the CS domain, or 3GPP TS 32.270 [30] for the MMS service. Currently, there is only one "tier 1" TS in 3GPP, which is TS 32.240 [1] that specifies the charging architecture and principles. Finally, there are a number of top tier TSs in the 32.29x numbering range ([50] ff) that specify common charging aspects such as parameter definitions, encoding rules, the common billing domain interface or common charging applications.
	Next Modification


5.1.2
Charging information
User CSG information : a user consumes network services via a CSG cell or a hybrid cell according to the user CSG information. The charging information shall include CSG ID, access mode and CSG membership indication.
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6.1.3
FBC IP CAN bearer charging data in P-GW (PGW-CDR)

If FBC is enabled and the collection of CDR data is enabled then the P-GW data specified in the following table shall be available for each IP CAN bearer. 

Table 6.1.3: P-GW IP CAN bearer data (PGW-CDR)

	Field
	Category
	Description

	Record Type 
	M
	P-GW IP CAN bearer record.

	
	
	

	Served IMSI
	C
	IMSI of the served party, if available.

	IMSI Unauthenticated Flag
	OC
	This field indicates the provided served IMSI is not authenticated (emergency bearer service situation).

	Served IMEISV
	OC
	IMEISV of the ME, if available. It is used for identifying the user in case Served IMSI is not present during emergency bearer service.

	Served 3GPP2 MEID


	
OC
	MEID of the served party’s terminal equipment for 3GPP2 access. 
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6.1.11A
MBMS bearer context charging data in MBMS GW (MBMS-GW-CDR)

	C-TEID
	
OC
	Common Tunnel Endpoint Identifier of MBMS GW for user plane, defined in TS23.246 [207].

	IP multicast and Source address for distribution
	
OC
	IP addresses identifying the SSM channel used for user plane distribution on the backbone network defined in TS 23.246 [207].
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