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1
Decision/action requested

Agree to update the description of Recovery actions.
2
References

[1] TS 32.541-120 Self-Healing OAM; Concepts and Requirements
3
Rationale

When the faulty resource has redundancy, the changeover action is needed. Meanwhile the following actions, especially the action a) and c), may also need to be executed：
a)      Isolate and remove the faulty resource from service so that it cannot disturb other working resources;

b)
Remove from service the physical and functional resources (if any) which are dependent on the faulty one. This prevents the propagation of the fault effects to other fault-free resources;

c)
State management related activities for the faulty resource and other affected/dependent resources;
d)  Reset the faulty resource;

e)  Other reconfiguration actions, etc
4
Detailed proposal

	1st Modified Section


4.1.2 
Recovery actions

In the case of software faults, the recovery actions may be：

a)  system initializations (at different levels), 
b)  reload  of a backup of software, 
c)  activation of a fallback software load, 
d)  download of a software unit,

e)  reconfiguration,  etc.
In the case of hardware faults, the recovery actions depend on the existence and type of redundant (i.e. back-up) resources. 

If the faulty resource has no redundancy, the recovery actions may be:

a)
Isolate and remove the faulty resource from service so that it cannot disturb other working resources;

b)
Remove from service the physical and functional resources (if any) which are dependent on the faulty one. This prevents the propagation of the fault effects to other fault-free resources;

c)
State management related activities for the faulty resource and other affected/dependent resources;
d)  
Reset the faulty resource;

e)  
Other reconfiguration actions, etc
If the faulty resource has redundancy, the recovery action shall be changeover, which includes the action a) , c) and d) above and a specific recovery sequence. The detail of the specific recovery sequence is out of the scope of the present document.
In the case of other kinds of faults, the recovery actions are FFS.
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