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6.2.1
Attributes and relationships

This clause depicts the set of IOCs that encapsulate information relevant for this service. This sub-clause provides the overview of all information object classes in UML. Subsequent clauses provide more detailed specification of various aspects of these Information Object Classes (IOCs).
[image: image1.png]ol
—

<<InformationObjectClass>>
0.1

‘SubNetwork
S 3652) -—

! = [This proxy class represents the]
following I0Cs

‘SuMManagedElement

‘SeniceProwderFunction

<<names>> ‘SubscriptionFunction
‘SuMSubscriberProfile
SuMUser

.. SubiSenice

<<ProxyClass>> R e

SuMIOCProRy 1 MobileUserData
10CPro SulCredentials

IMSPublicldentification
SuMCSSupplSenice
SuMPSSupplSenice

‘SuMSeniceParameter
‘SuMidentity
‘ServerCapabilties





Figure 1a: SuM NRM naming diagram 1
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Figure 1b: SuM NRM Containment and Association diagram 1
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Figure 1c: SuM NRM Containment and Association diagram 2
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Figure 1d: SuM Supplementary Service NRM Containment diagram 1
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Figure 1e: SuM Supplementary Service NRM Containment diagram 2
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Figure 1f: SuM Supplementary Service NRM Containment diagram 3
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Figure 1g: SuM IMS Service Containment and Association diagram 1
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Figure 1.x: Service Profile NRM Association diagram 
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6.2.2
Inheritance
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Figure 2a: SuM NRM Inheritance Hierarchy 1
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Figure 2b: SuM NRM Inheritance Hierarchy 2
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Figure 2c: SuM NRM Inheritance Hierarchy 3
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Figure 2d: SuM NRM Inheritance Hierarchy 4
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Figure 2e: SuM NRM Inheritance Hierarchy 5
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Figure 2f: SuM NRM Inheritance Hierarchy 6
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Figure 2g: SuM NRM Inheritance Hierarchy 8
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Figure 2h: SuM NRM Inheritance Hierarchy 9
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6.3.12
CSServiceProfile
6.3.12.1
Definition

This class represents for a subscribed CS service (see 3GPP TS 23.008 [7]) the service preferences and settings chosen for a user. 

6.3.12.2
Attributes

Attributes of CSServiceProfile
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	networkAccessMode
	M
	M
	M

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	rSZIlists
	O
	M
	M

	
	
	
	

	
	
	
	

	roamingRestrictionDueToUnsupportedFeature
	M
	M
	-

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	accessRestrictionData
	O
	M
	M

	privacyExceptionList
	O
	M
	M

	gMLCNumbers
	O
	M
	M

	mOLRList
	O
	M
	M

	serviceTypes
	O
	M
	M

	
	
	
	

	lMSI
	M
	M
	-

	mobileStationCategory
	M
	M
	M

	lMUIdentifier
	O
	M
	

	mNRRMSC
	M
	M
	

	subscriberStatus
	O
	M
	

	notificationToCSEFlagForODB
	O
	M
	

	gsmSCFaddresslistForODB
	O
	M
	

	messagesWaitingData
	O
	M
	

	mobileStationNotReachableFlag
	O
	M
	

	memoryCapacityExceededFlag
	M
	M
	-

	traceReference
	O
	M
	-

	traceType
	O
	M
	-

	operationsSystemsIdentity
	O
	M
	-

	hLRTraceType
	O
	M
	-

	mAPErrorOnTrace
	O
	M
	-

	traceActivatedInVLR
	O
	M
	-

	provisionOfBearerService
	M
	M
	M

	
	
	
	

	bCAllocation
	O
	M
	M

	checkSSIndicator
	M
	M
	-

	mSPurgedForNonGPRSFlag
	M
	M
	-

	barringOfOutgoingCalls
	O
	M
	M

	barringOfIncomingCalls
	O
	M
	M

	barringOfRoaming
	O
	M
	M

	barringOfPremiumRateCalls
	O
	M
	M

	barringOfSupplementaryServiceManagement
	O
	M
	M

	barringOfRegistrationOfCallForwarding
	O
	M
	M

	barringOfInvocationOfCallTransfer
	O
	M
	M

	operatorDeterminedBarringPLMNspecificData
	O
	M
	M

	vGCSGroupMembershipList
	O
	M
	M

	vBSGroupMembershipList
	O
	M
	M

	broadcastCallInitiationAllowedList
	O
	M
	M

	originatingCAMELSubscriptionInformationOCSI
	O
	M
	M

	terminatingCAMELSubscriptionInformationTCSI
	O
	M
	M

	vMSCTerminatingCAMELSubscriptionInformationVTCSI
	O
	M
	M

	locationInformationSubscriberStateInformation
	O
	M
	M

	uSSDCAMELSubscriptionInformationUCSI
	O
	M
	M

	sSInvocationNotificationSSCSI
	O
	M
	M

	translationInformationFlagTIFCSI
	O
	M
	M

	dialledServiceCAMELSubscriptionInformationDCSI
	O
	M
	M

	uSSDGeneralCAMELServiceInformationUGCSI
	O
	M
	M

	oCSINegotiatedCAMELCapabilityHandling
	O
	M
	-

	sSCSINegotiatedCAMELCapabilityHandling
	O
	M
	-

	vTCSINegotiatedCAMELCapabilityHandling
	O
	M
	-

	shortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	O
	M
	M

	shortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	O
	M
	M

	mOSMSCSIVLRNegotiatedCAMELCapabilityHandling
	O
	M
	-

	mTSMSCSIVLRNegotiatedCAMELCapabilityHandling
	O
	M
	M

	mCSINegotiatedCAMELCapabilityHandling
	O
	M
	-

	vLRSupportedCAMELPhases
	O
	M
	-

	
	
	
	

	vLROfferedCAMEL4CSIs
	O
	M
	-

	iSTAlertTimer
	O
	M
	M

	cSAllocationRetentionpriority
	O
	M
	M

	TraceReference2
	O
	M
	-

	TraceDepth
	O
	M
	-

	ListofNeTypestoTrace
	O
	M
	-

	TriggeringEvents
	O
	M
	-

	ListofInterfacestoTrace
	O
	M
	-

	iCSIndicator
	O
	M
	M

	theCSGPRSCommonParameters
	M
	M
	M


6.3.12.3
Attribute constraints

The optional attributes shall be supported for the following criteria: The NE supports the parameter (see TS 23.008 [7]).
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6.3.13
GPRSServiceProfile
6.3.13.1
Definition

This class represents for a subscribed GPRS service (see 3GPP TS 23.008 [7]) the service preferences and settings chosen for a user. 
This class contains the valid parameters that define the GPRS Service Profile from subscription point of view.
6.3.13.2
Attributes

Attributes of GPRSServiceProfile
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	networkAccessMode
	M
	M
	M

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	rSZIlists
	O
	M
	M

	
	
	
	

	
	
	
	

	roamingRestrictionDueToUnsupportedFeature
	M
	M
	-

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	accessRestrictionData
	O
	M
	M

	privacyExceptionList
	O
	M
	M

	gMLCNumbers
	O
	M
	M

	mOLRList
	O
	M
	M

	serviceTypes
	O
	M
	M

	
	
	
	

	sGSNNumber
	M
	M
	-

	gGSNNumber
	O
	M
	M

	sGSNarearestrictedflag
	M
	M
	-

	roamingRestrictedintheSGSNduetounsupportedfeature
	M
	M
	-

	mNRG
	M
	M
	-

	traceActivatedinSGSN
	O
	M
	-

	
	
	
	

	transferofSMoption
	M
	M
	M

	mSpurgedforGPRSflag
	M
	M
	-

	subscriberStatus
	M
	M
	M

	barringofPacketOrientedServices
	O
	M
	M

	pDPType
	O
	M
	M

	pDPAddress
	O
	M
	M

	accessPointName
	O
	M
	M

	vPLMNAddressAllowed
	O
	M
	M

	gGSNlist
	M
	M
	-

	qualityofServiceSubscribed
	O
	M
	M

	pDPContextIdentifier
	O
	M
	-

	pDPContextChargingCharacteristics
	O
	M
	M

	gPRSCAMELSubscriptionInformationGPRSCSI
	O
	M
	M

	mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	O
	M
	M

	mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	O
	M
	M

	mOSMSCSISGSNNegotiatedCAMELCapabilityHandling
	O
	M
	M

	mTSMSCSISGSNNegotiatedCAMELCapabilityHandling
	O
	M
	M

	mobilityManagementforGPRSeventnotificationMGCSI
	O
	M
	M

	mGCSINegotiatedCAMELCapabilityHandling
	O
	M
	M

	gPRSCSINegotiatedCAMELCapabilityHandling
	O
	M
	-

	sGSNSupportedCAMELPhases
	O
	M
	-

	sGSNOfferedCAMEL4CSIs
	O
	M
	-

	
	
	
	

	subscribedChargingCharacteristics
	O
	M
	M

	w-APN
	O
	M
	M

	listofauthorizedvisitednetworkidentifiers
	O
	M
	M

	3GPPAAAServerName
	O
	M
	-

	wLANUERemoteIPaddress
	O
	M
	M

	wLANAccess
	O
	M
	M

	wLANTunnelling
	O
	M
	M

	wLANDirectIPAccess
	O
	M
	M

	wAPNAuthorised
	O
	M
	M

	w-APNBarringType
	O
	M
	M

	w-APNChargingData
	O
	M
	M

	wLANUERemoteIPAddress
	O
	M
	M

	accessIndependenceFlag
	O
	M
	M

	i-WLANAccessType
	O
	M
	M

	chargingData
	O
	M
	M

	chargingCharacteristics
	O
	M
	M

	primaryOCSChargingFunctionName
	O
	M
	M

	secondaryOCSChargingFunctionName
	O
	M
	M

	primaryChargingCollectionFunctionName
	O
	M
	M

	secondaryChargingCollectionFunctionName
	O
	M
	M

	TraceReference2
	O
	M
	-

	TraceDepth
	O
	M
	-

	ListofNeTypestoTrace
	O
	M
	-

	TriggeringEvents
	O
	M
	-

	ListofInterfacestoTrace
	O
	M
	-

	thePSSupplServiceForPSSP
	M
	M
	O

	theCSGPRSCommonParameters
	M
	M
	M
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6.3.xx
CSGPRSCommonParameters

6.3.xx.1
Definition

This class represents for a subscribed CS or GPRS service (see 3GPP TS 23.008 [7]) the service preferences and settings (attributes) chosen for a user that are common to both services.  Either a single instance of this IOC or two separate instances may be associated to a user who possesses both services. 

6.3.xx.2
Attributes

Attributes of CSGPRSCommonParameters
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	M
	M
	-

	basicMSISDNIndicator
	O
	M
	M

	mSISDNAlertIndicator
	O
	M
	M

	vLRNumber
	M
	M
	-

	mSCNumber
	M
	M
	-

	subscriptionRestriction
	O
	M
	M

	mSCAreaRestrictedFlag
	M
	M
	-

	oDBinducedBarringData
	O
	M
	-

	lSAIdentity
	O
	M
	M

	lSAPriority
	O
	M
	M

	lSAPreferentialAccessIndicator
	O
	M
	M

	lSAActiveModeSupportIndicator
	O
	M
	M

	lSAOnlyAccessIndicator
	O
	M
	M

	lSAActiveModeIndicator
	O
	M
	M

	vPLMNIdentifier
	O
	M
	M

	ageIndicator
	O
	M
	-

	provisionOfTeleservice
	M
	M
	M

	gsmSCFaddressforCSI
	O
	M
	M


6.3.xx.3
Attribute constraints

The optional attributes shall be supported for the following criteria: The NE supports the parameter (see TS 23.008 [7]).
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6.5
Information attribute definitions

6.5.1
Definitions and legal values

The following table defines the attributes that are present in several IOCs of the present document.

Attributes

	Attribute Name
	Definition
	Legal Values

	id
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the SuM information object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	suMSubscriberProfileInfo
	A description of (information for) the Subscriber Profile. It is with free structure and format.
	

	
	
	

	
	
	

	userLabel
	A user-friendly (and user assigned) name of the associated object. IOCs inheriting from ManagedFunction will have this attribute. Other IOCs may have it as well, if explicitly defined for them.
	

	theContract
	Models the agreement relationship to a subscribed service. This attribute contains a list of the DN(s) of the related SuMSubscribedService instance(s).
	

	theOffer
	Models the agreement relationship to a service. This attribute contains the DN of the related SuMService instance.
	

	theService
	Models the description relationship to a service profile. This attribute contains a list of the DN(s) of the related SuMServiceProfile instance(s).
	

	theSpecification
	Models the description relationship to a subscribed service. An attribute whose ‘name+value’ can be used as DN when referencing an instance of the SuMSubscribedService object class.
	

	thePublicId
	Models the relatedIMSPublicId relationship from a user’s credentials to the IMS Public Identification. This attribute contains a list of the DN(s) of the related IMSPublicIdentification instance(s).
	

	
	
	

	theMobileUserData
	Models the relatedMobileUserData relationship from a user to the user data of a mobile User Equipment. This attribute contains a list of the DN(s) of the related MobileUserData instance(s).
	

	theServiceProfile
	Models the relatedServiceProfile relationship from the user data of a mobile User Equipment to a service profile or from a user’s credentials to an IMS service profile. This attribute contains a list of the DN(s) of the related SuMServiceProfile derived instance(s).
	

	theSubscriber
	Models the userSubscriberRelation relationship from a user to a subscriber. This attribute contains a list of the DN(s) of the related SuMSubscriberProfile instance(s).
	

	theUser
	Models the userSubscriberRelation relationship from a subscriber to a user. This attribute contains a list of the DN(s) of the related SuMUser instance(s).
	

	theCSSupplServiceForCS
	Models the relationship from a CS service to a CS supplement service. This attribute contains a list of the DN(s) of the aggregated SuMCSSupplService instance(s).
	

	thePSSupplServiceForPS
	Models the relationship from a PS service to a PS supplement service. This attribute contains a list of the DN(s) of the aggregated SuMPSSupplService instance(s).
	

	theCSSupplServiceForCSSS
	Models the relationship from a CS subscribed service to a CS supplement service. This attribute contains a list of the DN(s) of the aggregated SuMCSSupplService instance(s).
	

	thePSSupplServiceForPSSS
	Models the relationship from a PS subscribed service to a PS supplement service. This attribute contains a list of the DN(s) of the aggregated SuMPSSupplService instance(s).
	

	theCSSupplServiceForCSSP
	Models the relationship from a CS service profile to a CS supplement service. This attribute contains a list of the DN(s) of the aggregated SuMCSSupplService instance(s).
	

	thePSSupplServiceForPSSP
	Models the relationship from a PS service profile to a PS supplement service. This attribute contains a list of the DN(s) of the aggregated SuMPSSupplService instance(s).
	

	theSubscribedService
	Models the relationship from a subscriber profile to a subscribed service. This attribute contains a list of the DN(s) of the aggregated SuMSubscribedService derived instance(s).
	

	thePublicId
	Models the relationship from an IMS service profile to a public identification. This attribute contains a list of the DN(s) of the aggregated IMSPublicIdentification instance(s).
	

	theService
	Models the relationship from a service provider function to a service. This attribute contains a list of the DN(s) of the aggregated SuMService derived instance(s).
	

	theUser
	Models the relationship from a Subscription Function to a user. This attribute contains a list of the DN(s) of the aggregated SuMUser instance(s).
	

	theSubscriberProfile
	Models the relationship from a Subscription Function to a subscriber profile. This attribute contains a list of the DN(s) of the aggregated SuMSubscriberProfile instance(s).
	

	theCredentials
	Models the relationship from a user to a credential. This attribute contains a list of the DN(s) of the aggregated SuMCredentials instance(s).
	

	theServiceProfile
	Models the relationship from a user to a service profile. This attribute contains a list of the DN(s) of the aggregated SuMServiceProfile instance(s).
	

	theSubscriptionFunction
	Models the relationship from a SuM managed element to a subscription function. This attribute contains a list of the DN(s) of the aggregated SubscriptionFunction instance.
	

	theServiceProviderFunction
	Models the relationship from a SuM managed element to a service provider function. This attribute contains a list of the DN(s) of the aggregated ServiceProviderFunction instance.
	

	theIdentity
	Models the relationship from a user to an identity. This attribute contains a list of DN(s) of the related SuMIdentity instance(s). 
	

	theServerCapabilities
	Models the relationship from a SuM IOC object instance (E.g., IMSService, IMSSubscribedService, IMSServiceProfile) to a Server Capabilities object instance.
	

	theCSGPRSCommonParameters
	Models the common CS and GPRS access service profile relationship from either a CS service profile or a GPRS service profile. This attribute contains one of DN of the related CSGPRSCommonParameters instance.
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