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	1st Modified Section


5.1.1.1
NE based approach

The NE shall generate one file immediately at the end of each granularity period. This file shall contain all measurement results produced by the NE within that granularity period. For example, if a NodeB runs 10 measurements with a granularity period of 15 minutes and 5 measurements with a granularity period of 5 minutes, then it shall generate one file containing 10 results every 15 minutes, and one file containing 5 measurement results every 5 minutes. 

In the event of two or more granularity periods coming to an end at the same time, the NE shall generate one file per granularity period. Hence in the above example, the NodeB shall generate 2 files – one containing 10 results  (15min granularity period) and the other containing 5 measurement results (5min granularity period), when the end time of the granularity periods coincide.

The NE and the granularity period shall be identified both in the file name and the file contents. NE identifiers (names) used for the files shall be in accordance with the NE naming conventions defined in 3GPP TS 32.300 [6]. The file shall be available for transfer to or collection by the NM as soon as all applicable results have been assembled.

Each NE is responsible for the generation and maintenance of the files pertaining to its own measurements (i.e. the measurements it executes). In particular, this implies that the RNC is not involved in the generation, provision or transfer of measurement result files of its controlled NodeBs, i.e. for the measurements defined for the NodeB in the present document, no results will be sent via the Iub interface. (Note that NodeB measurement results may be routed across the same physical interface as Iub, see 3GPP TS 25.442 [5] for details).
Note: For some Network elements, like small cells, there may be need for the NE to collect multiple granularity in a single file.  
5.1.2
File naming

The following convention shall be applied for measurement result file naming:

<Type><Startdate>.<Starttime>-[<Enddate>.]<Endtime>[_-<jobId>][_<UniqueId>][_-_<RC>]

1)
The Type field indicates if the file contains measurement results for single or multiple NEs and/or granularity periods, where:

-
"A" means single NE, single granularity period;

-
"B" indicates multiple NEs, single granularity period;

-
"C" signifies single NE, multiple granularity periods;

-
"D" stands for multiple NEs, multiple granularity periods.

Note that files generated by the NEs will always have the Type field set to either "A" or “C” type. 
	End of Modifications
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