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	First change


4.2.2.3.1
Use case Self-Configuration

	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal (*)
	Supply an eNodeB with the latest applicable software in the course of self-configuration
	

	Actors and Roles (*)
	FFS
	

	Telecom resources
	The E-UTRAN/EPC network including its OSS.
	

	Assumptions
	IP network connectivity exists between the eNodeB and the OAM (sub) systems providing support for the self-configuration process and for automated software management.
	

	Pre conditions
	The eNodeB is physically installed and physically connected to an IP network.
	

	Begins when 
	The self-configuration process reaches the point where the software version for the new eNB was be determined and needs to be delivered to the eNB.
	

	Step 1 (*) (M|O)
	[SU1] 
The software is downloaded into the eNodeB.

[SU2]
The SW is installed on the eNB.

[SU3]
The SW is activated on the eNB.

 [at least one of SU2/3 shall be done]
[SU4] 
 The inventory system in the OAM is informed that a new software for this eNodeB is in the field.
[SU5] 
 The network resource models visible over Itf-N are updated 
	

	Ends when (*)
	Ends when all steps identified above are successfully completed or when an exception occurs.
	

	Exceptions
	FFS.
	

	Post Conditions
	The software is ready for usage in the eNB.
	

	Traceability (*)
	
	


	Next change


4.2.3.3.3
Backup Network Element Software Configuration Data
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal (*)
	To allow IRPManager backup network element software configuration data
	

	Actors and Roles (*)
	IRPManager
	

	Telecom resources
	The E-UTRAN/EPC network
	

	Assumptions
	
	

	Pre conditions
	None specific. NE is up and running
	

	Begins when 
	IRPManager initiates backup request and indicates the software to be backed up
	

	Step 1 (*) (M|O)
	[SU1]   IRPManager requests via Itf-N to backup one or multiple NE software configuration data (e.g. parameters which influence the usage/performance of software and can be changed by the software user without changing the software itself, data files that have these parameters etc) from one or multiple Network Elements. A location may also be specified (e.g. a preconfigured place or user defined location). 

[SU2]   IRPAgent initiates backup of NE software configuration data. 

[SU3]   NE software configuration data is successfully backed up in the location specified.

[SU4]   The IRPManager is informed that backup is successful.
	

	Ends when (*)
	Ends when backup is successful or when there is an exception
	

	Exceptions
	FFS.
	

	Post Conditions
	The NE software configuration data is successfully backed up 
	

	Traceability (*)
	FFS
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