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	First change


5
Mapping

5.1
Operation and notification mapping

The Software Management IRP IS (3GPP TS 32.532 [3]) defines the operations and their semantics. 

Table 5.1 maps the operations defined in the Software Management IRP IS to their equivalent port type and binding operations in this Solution Set (SS).

Table 5.1 also maps the notifications of the Software Management IRP IS, as well as inherited operations.

Table 5.1 also qualifies if an operation is Mandatory (M) or Optional (O).

Table 5.1: Mapping from IS Operation to SS Equivalents
	IS Operation in 3GPP TS 32.532 [4] 
	SS: Operation for WSDL port type and WSDL binding
	SS: Port of SwMIRPService
	Qualifier

	listSwMCapabilities
	listSwMCapabilities(NOTE1)
	SwMIRPOperation1
	M

	listSwMProfiles
	listSwMProfiles(NOTE1)
	SwMIRPOperation1
	M

	createSwMProfile
	createSwMProfile(NOTE1)
	SwMIRPOperation1
	M

	deleteSwMProfile
	deleteSwMProfile(NOTE1)
	SwMIRPOperation1
	M

	listSwMProcesses
	listSwMProcesses(NOTE1)
	SwMIRPOperation1
	M

	resumeSwMProcess
	resumeSwMProcess(NOTE1)
	SwMIRPOperation1
	M

	swFallback
	swFallback(NOTE1)
	SwMIRPOperation1
	M

	terminateSwMProcess
	terminateSwMProcess(NOTE1)
	SwMIRPOperation1
	M

	changeSwMProfile
	changeSwMProfile(NOTE1)
	SwMIRPOperation2
	O

	downloadNESw
	downloadNESw(NOTE1)
	SwMIRPOperation3
	M

	activateNESw
	activateNESw (NOTE1)
	SwMIRPOperation3
	O

	installNESw
	installNESw (NOTE1)
	SwMIRPOperation4
	M

	notifySwMProfileCreation
	notifySwMProfileCreation(NOTE2)
	NotificationIRPNtfPort
	M

	notifySwMProfileDeletion
	notifySwMProfileDeletion(NOTE2)
	NotificationIRPNtfPort
	M

	notifySwMProcessCreation
	notifySwMProcessCreation(NOTE2)
	NotificationIRPNtfPort
	M

	notifySwMProcessStage
	notifySwMProcessStage(NOTE2)
	NotificationIRPNtfPort
	M

	notifySwMProcessDeletion
	notifySwMProcessDeletion(NOTE2)
	NotificationIRPNtfPort
	M

	notifyNewSwAvailability
	notifyNewSwAvailability(NOTE2)
	NotificationIRPNtfPort
	M

	notifySwMProfileChange
	notifySwMProfileChange(NOTE2)
	NotificationIRPNtfPort
	O

	notifyDownloadNESwStatusChanged
	notifyDownloadNESwStatusChanged(NOTE2)
	NotificationIRPNtfPort
	M

	notifyInstallNESwStatusChanged
	notifyInstallNESwStatusChanged(NOTE2)
	NotificationIRPNtfPort
	O

	notifyActivateNESwStatusChanged
	notifyActivateNESwStatusChanged(NOTE2)
	NotificationIRPNtfPort
	M

	NOTE 1:
The operation is under the port type SwMIRPSystem:SwMIRPPortType and under the binding SwMIRPSystem:SwMIRPBinding.

	NOTE 2:
The IS equivalent maps to an XML definition specified in 3GPP TS 32.535 [5], and this being an input parameter to the operation notify under the port type ntfIRPNtfSystem:NotificationIRPNtf and under the binding ntfIRPNtfSystem:NotificationIRPNtf of 3GPP TS 32.307 [10]. This binding is linked to a port of the SwMIRPService as indicated in the table above.
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