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1
Decision/action requested

Agree on the proposed specification level requirement
2
References

[1]

S5-101874
[2]

S5-101791

3
Rationale

In [1] it was proposed to have a configuration possibility over Itf-N for MDT mode. During the discussion it was agreed that there is no need to have separate configuration parameter for the MDT mode (logged MDT or Immediate MDT) because the MDT mode can be determined by the eNB or RNC based on the requested measurement set by the operator.
This means that the MDT mode selection is done implicitly based on the requested measurement sets as different measurements are defined for Immediate MDT and for Logged MDT.
4
Detailed proposal

6
Specification level requirements

6.1
Requirements

REQ-MDT-FUN-01
The IRPManager shall be able to configure  MDT data collection for one or more IMEI(SV) number.

REQ-MDT-FUN-02 The IRPManager shall be able to configure MDT data collection for one or more IMSI number.
REQ-MDT-FUN-03 It shall be possible to collect UE measurement logs preceding and following a particular event (e.g. radio link failure).
REQ-MDT-FUN-04 Each UE measurement result shall be linked to a time stamp. Accuracy of time information (absolute time, relative time) is FFS in RAN. (Editor’s Note:  FFS in RAN)

REQ-MDT-FUN-05 The solutions for collecting UE measurements for the purpose of minimization of drive tests shall be able to work independently from SON support in the network.
REQ_MDT-FUN-06
The eNB/RNC shall determine the MDT mode based on the measurement set configured by OAM.

