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1
Decision/action requested

The group is asked to discuss the document and agree on the proposed principle.
2
References

 [1] TS 32.cd1 “Telecommunication management; Management of UE based Network; Performance Measurements; Requirements; R10” 

3
Rationale

When activating a trace session or a UE based performance measurement task, UEs may be in activated mode, idle mode, or not attached to network. Different status means some difference in the activation procedure. Implementations in specifications shall be discussed and modified. There are 3 scenarios described as follows:

1. If UE is in activated mode, MME can propagate trace session / UE measurement task activation via Trace Start request sent to eNB.
2. If UE is being attached EPC is to create session to UE, during the process MME shall initiate Context Setup to UE via eNB, where the trace activation is propagated by. The trace procedure is implemented as described in TS 32.422 clause 4.1.2.10
3. If UE is in idle mode MME shall activate UE with Paging request message firstly, by which the trace activation is also sent to eNB. 
These three scenarios shall be considered in trace and UE measurement procedure, as requirements in TS 32.421 in clause 5.3. Also influenced by these scenarios, UE in different status, for trace/UE measurement procedure implementation shall be discussed later. If needed, some more details will be added.
4
Detailed proposal

Text Proposals to draft TS 32.cd1 V0.1.0
	1st Modified Section


6.1
Requirements

REQ-MDT-FUN-01
The IRPManager shall be able to configure  MDT data collection for one or more IMEI(SV) number.

REQ-MDT-FUN-02 The IRPManager shall be able to configure MDT data collection for one or more IMSI number.
REQ-MDT-FUN-03 It shall be possible to collect UE measurement logs preceding and following a particular event (e.g. radio link failure).
REQ-MDT-FUN-04 Each UE measurement result shall be linked to a time stamp. Accuracy of time information (absolute time, relative time) is FFS in RAN. (Editor’s Note:  FFS in RAN)

REQ-MDT-FUN-05 The solutions for collecting UE measurements for the purpose of minimization of drive tests shall be able to work independently from SON support in the network.
REQ-MDT-FUN-06 The UE measurement data collection activation configuration parameter propagation procedure shall take consideration of different UE state, e.g. UE in active mode, UE in idle mode, or UE not attached.
	End of modifications


