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1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

[1] 3GPP TS 37.320 v.0.6.2
3
Rationale

In TS 37.320 two kind of MDT functionality is defined:
Logged MDT: This functionality is used when the UE measurements are collected when the UE is in RRC-IDLE mode.
Immediate MDT: This functionality is used when the UE measurements are collected when the UE is in RRC-CONNECTED mode. 

For further details of the two MDT modes see 3GPP TS 37.320 [1]

In RAN2 two different procedures have been defined for the two MDT modes.

In case of Logged MDT a separate RRC procedure (so called MDT measurement configuration procedure) is introduced. This also means that the MDT configuration for IDLE mode UE is done when the UE is in RRC-CONNECTED state. 

In case of Immediate MDT existing RRC measurement configuration procedures are used. The configuration of the UEs in Immediate MDT is done also when the UE is in RRC-CONNECTED mode.

Based on the above described functionality the eNB/RNC itself cannot decide which MDT mode to use. Therefore it is obvious that the selection of the MDT mode should come from OAM system. This implies the following specification level requirement:
The IRPManager shall be able to configure the type of MDT data collection,(Immediate MDT or logged MDT).
4
Detailed proposal

REQ-MDT_FUN-X1
IRPManager shall be able to configure the type of MDT data collection, i.e. Immediate MDT or Logged MDT.
