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	First change


6.1.11.1
General EPC parameters

Table below shows parameters specific to EPC

	Parameter Name
	Description
	Valid Values
	TDD/FDD
	Applicable to HNB

	PLMNList
	List (maximum length 6 items) of PLMN Ids (defined as PLMN-IdentityList in SIB1 in 36.331, sec.6.2.2). Each item is PLMN-IdentityInfo which consists of PLMN-Identity and cellReservedForOperatorUse indicator. The first listed PLMN ID is the primary PLMN. This list is broadcast in SIB1.
	string

This parameter is settable by the operator.
	TDD/FDD
	No

	TAC
	Tracking Area Code for HeNB as specified in SystemInformationBlockType1 message in 36.331 Section 6.2.2.. 
	string

This parameter is settable by the operator.
	TDD/FDD
	No

	EAID
	Emergency Area ID that indicates the area of emergency impact, Corresponds to Emergency Area ID in 3GPP-TS.36.413 9.2.1.47.
	STRING(3)
	TDD/FDD
	No

	NNSFSupported
	Denotes whether HeNB supports the NAS Node Selection Function (NNSF) or not. NNSF is described in 3GPP TS 36.331 section 19.2.1.7 and section 4.6.1.
	Boolean

This parameter is not settable by operator
	TDD/FDD
	No
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