
3GPP TSG-SA5 (Telecom Management)
S5-103248
SA5#74, 15 - 19 Nov 2010; Jacksonville, FL, USA
revision of S5-10abcd
Source:
Nokia Siemens Networks

Title:
Updates to Alarm IRP support for TIP FM Alarm Handling Requirements (OS/OS)
Document for:
Discussion + Decision
Agenda Item:
6.8.2 Study on Harmonization of 3GPP Alarm IRP and TMF Interface Program (460038)
1
Decision/action requested

Agree to the proposed pCR for TR 32.829
2
References

[1] 

3GPP TR 32.829 Alignment of 3GPP Alarm IRP and TMF TIP FM

3
Rationale

Based on discussions during the SA5#73 and ongoing joint 3GPP/TMF FM Harmonization calls it became apparent that various TIP FM Alarm Handling Requirements do not require Alarm IRP updates, as the required functionality can be archived by architecturally applying the usage of the Alarm IRP to OSS internal interface of Type 3 and Type 4 (which may require certain enhancements to TS 32.101).
4
Detailed proposal

	Begin of Change


4.6.3.2
Alarm Handling

	R_TMF_RAM_BA_II_0022
	Alarm Creation

The Interface shall allow one OSS to create one or more alarm(s) on another OSS.

	3GPP support
	Supported via AlarmIRP/notifyNewAlarm 

	Recommended 3GPP updates
	 Certain enhancements to TS 32.101 may be required to ensure usage of IF IRP on Interfaces of Type 3/4. 


	R_TMF_RAM_BA_II_0023
	Alarm Update

The interface shall allow one OSS to update an alarm generated by another OSS. This is possible for all settable attributes.

	3GPP support
	Supported via AlarmIRP/notifyChangedAlarm and AlarmIRP/ notifyClearedAlarm/notifyNewAlarm 

	Recommended 3GPP updates
	Certain enhancements to TS 32.101 may be required to ensure usage of IF IRP on Interfaces of Type 3/4.


	End of Change
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