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	First change


5.1
Operation and Notification mapping

Software Management IRP: IS 3GPP TS (see 3GPP TS 32.532 [7]) defines semantics of operations and notifications visible across the Itf-N.  Table 5.1.1 indicates mapping of these operations and notifications to their equivalents defined in this SS.

Table 5.1.1: Mapping from IS Notification/Operation to SS equivalents

	IS Operation/ notification 

Software Management IRP: IS 3GPP TS 32.532[7]
	SS Method 
	Qualifier

	listSwMCapabilities
	listSwMCapabilities
	M

	listSwMProfiles
	listSwMProfiles
	M

	createSwMProfile
	createSwMProfile
	M

	deleteSwMProfile
	deleteSwMProfile
	M

	listSwMProcesses
	listSwMProcesses
	M

	resumeSwMProcess
	resumeSwMProcess
	M

	swFallback
	swFallback
	M

	terminateSwMProcess
	terminateSwMProcess
	M

	changeSwMProfile
	changeSwMProfile
	O

	downloadNESw
	downloadNESw
	M

	installNESw
	installNESw 
	O

	activateNESw
	activateNESw
	M

	notifySwMProfileCreation
	notifySwMProfileCreation
	M

	notifySwMProfileDeletion
	notifySwMProfileDeletion
	M

	notifySwMProcessCreation
	notifySwMProcessCreation
	M

	notifySwMProcessStage
	notifySwMProcessStage
	M

	notifySwMProcessDeletion
	notifySwMProcessDeletion
	M

	notifyNewSwAvailability
	notifyNewSwAvailability
	M

	notifySwMProfileChange
	notifySwMProfileChange
	O

	notifyDownloadNESwStatusChanged
	notifyDownloadNESwStatusChanged
	M

	notifyInstallNESwStatusChanged
	notifyInstallNESwStatusChanged
	O

	notifyActivateNESwStatusChanged
	notifyActivateNESwStatusChanged
	M


	End of changes
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