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	First change


B.5
Rc Diameter AVP Definition Guidance

In order to provide a unified way for Rc implementation, the following guidance of credit control format is used for Rc reference point implementation. 
NOTE:
The AVP defnitions referred in this clause are the same as in TS 32.299 [50], except when there is specific definition.
B.5.1
Credit-Control-Request Message Syntax definition for Rc
The CCR messages, indicated by the Command-Code field set to 272 is sent by the OCF to the ABMF in order to request account credits for the request session based charging function, and event based charging function. 

The CCR message format is defined according to IETF RFC 4006 [402] as follows:


   <CCR> ::= < Diameter Header: 272, REQ, PXY >





 < Session-Id > 

                 { Origin-Host } 

                 { Origin-Realm } 

                 { Destination-Realm } 

                 { Auth-Application-Id }

                 { Service-Context-Id } 

                 { CC-Request-Type } 

                 { CC-Request-Number } 

                 [ Destination-Host ] 

                 [ User-Name ] 

                 [ CC-Sub-Session-Id ] 

                 [ Acct-Multi-Session-Id ] 

                 [ Origin-State-Id ] 

                 [ Event-Timestamp ] 

                *[ Subscription-Id ]

                 [ Service-Identifier ]  

                 [ Termination-Cause ] 

                 [ Requested-Service-Unit ] 

                 [ Requested-Action ] 

                *[ Used-Service-Unit ] 

                 [ AoC-Request-Type ] 

                 [ Multiple-Services-Indicator ] 

                *[ Multiple-Services-Credit-Control ]  

                *[ Service-Parameter-Info ]  

                 [ CC-Correlation-Id ] 
                 [ User-Equipment-Info ] 





*[ Proxy-Info ]





*[ Route-Record ]                 





 [ Service-Information ]





*[ AVP ]

In the Rc Account debit request, the AVP definitions refer to TS 32.299 [50].
B.5.2
Credit-Control-Answer Message Syntax Definition for Rc
The Credit-Control-Answer (CCA) messages, indicated by the Command-Code field set to 272 is sent by the ABMF to the OCF in order to reply to the Rc reqruest. 

The CCA message format is defined according to IETF RFC 4006 [402] as follows:

      <CCA> ::=  < Diameter Header: 272, PXY >

                 < Session-Id > 

                 { Result-Code } 

                 { Origin-Host } 

                 { Origin-Realm } 

                 { Auth-Application-Id } 

                 { CC-Request-Type } 

                 { CC-Request-Number } 

                 [ User-Name ] 

                 [ CC-Session-Failover ] 

                 [ CC-Sub-Session-Id ] 

                 [ Acct-Multi-Session-Id ] 

                 [ Origin-State-Id ] 

                 [ Event-Timestamp ] 

                 [ Granted-Service-Unit ] 

                *[ Multiple-Services-Credit-Control ]  

                 [ Cost-Information]  

                 [ Low-Balance-Indication ]  

                 [ Remaining-Balance ]  

                 [ Final-Unit-Indication ]  

                 [ Check-Balance-Result ]  

                 [ Credit-Control-Failure-Handling ] 

                 [ Direct-Debiting-Failure-Handling ] 

                 [ Validity-Time] 

                *[ Redirect-Host] 

                 [ Redirect-Host-Usage ] 

                 [ Redirect-Max-Cache-Time ] 

                *[ Proxy-Info ] 

                *[ Route-Record ] 

                *[ Failed-AVP ]

                 [ Service-Information ]
                *[ AVP ]
In the Rc Account debit answer, the AVP definitions refer to TS 32.299 [50]
	End of changes
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