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References

The following documents contain provisions, which through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.240: "Telecommunication management; Charging management; Charging Architecture and Principles".

[2]-[9]
Void.

[10]
3GPP TS 32.250: "Telecommunication management; Charging management; Circuit Switched (CS) domain charging".

[11]- [33]
void

[34]
3GPP TS 32.274: "Telecommunication management; Charging management; Short Message Service (SMS) charging".
[35] - [49]
Void.

[50]
3GPP TS 32.299: "Telecommunication management; Charging management; Diameter charging application".

[51]
3GPP TS 32.298: "Telecommunication management; Charging management; Charging Data Record (CDR) parameter description".

...
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3.3
Abbreviations

For the purposes of the present document, the abbreviations defined in 3GPP TR 21.905 [50], 3GPP TS 23.140 [201], 3GPP TS 32.240 [1] and the following apply:

3G
3rd Generation

3GPP
3rd Generation Partnership Project

AVP
Attribute Value Pair

BD
Billing Domain

CCA
Credit Control Answer

...
PLMN
Public Land Mobile Network

PS
Packet-Switched

RPC
Reduced Partial CDR

SCCP
Signalling Connection Control Part
TR
Technical Report

TS
Technical Specification

UA
User Agent

UE
User Equipment

UMTS
Universal Mobile Telecommunications System

USIM
User Service Identity Module

VAS
Value Added Service

VASP
Value Added Service Provider
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6.3.1
MMS charging information assignment for Service Information

The components in the Service Information that are use for MMS charging can be found in table 6.3.1. 

Table 6.3.1 : Service Information used for MMS Charging

	Field
	Category
	Description

	Service Information
	OM
	This is a structured field and holds the 3GPP specific parameter as defined in TS 32.299 [50]. For MMS Charging the MMS-Information and PS-Information are used.

	
MMS Information
	OM
	This is a structured field and holds the MMS specific parameters. The details are defined in table 6.3.2.

	
SMS Information
	OC
	This is a structured field and holds PS specific parameters relevant to MMS. The complete structure is defined in TS 32.274 [34].

	

Originator SCCP Address
	OC
	This field holds the SCCP calling address used to receive the MMS.

	

Recipient Info
	Oc
	This field holds recipient information for the MMS. It occurs at most one time in the MMS delivery case.

	


Recipient SCCP Address
	OC
	This field holds the SCCP called address used to onward deliver the MMS. 

	
PS Information
	OC
	This is a structured field and holds PS specific parameters relevant to MMS. The complete structure is defined in TS 32.251 [11].

	

3GPP User Location Info
	OC
	This field holds the information about the location of the subscriber during the MMS transaction. Only applicable to online charging.

	

3GPP RAT Type
	OC
	This field holds information about the radio access technology used for the MMS transaction. Only applicable to online charging.

	

PDP Address
	OC
	This field holds the IP address used by the subscriber for the MMS transaction.
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