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	1st Modified Section


6.3.2
MMEFunction
6.3.2.1
Definition

This IOC represents MME functionality. For more information about the MME, see 3GPP TS 23.401 [9].

6.3.2.2
Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	M
	M
	-

	pLMNIdList
	M
	M
	-

	mMEC
	M
	M
	-

	mMEPool
	M
	M
	-

	relayFlag
	M
	M
	-


6.3.2.3
Attribute constraints

None.
	Next Modified Section


6.3.22
ExternalMMEFunction
6.3.22.1
Definition

This IOC represents MME functionality controlled by another IRPAgent. For more information about the MME, see 3GPP TS 23.401 [9].

6.3.22.2
Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	M
	M
	-

	pLMNIdList
	M
	M
	M

	mMEC
	M
	M
	M

	mMEPool
	M
	M
	M

	relayFlag
	M
	M
	-


	Next Modified Section


6.5
Information Attribute definitions
6.5.1
Definition and legal values
	Attribute Name
	Definition
	Legal Values

	farEndNeIpAddr
	The IP address(s) of the far end network entity to which the reference point is related.

The IP address can be either IPv4 or IPv6.
	

	mMEC
	MME Identifier (MMEI) is constructed from an MME Group ID (MMEGI) and an MME Code (MMEC). The MMEC is unique within the MME pool area and, if overlapping pool areas are in use, unique within the area of overlapping MME pools. (Ref. 3GPP TS 23.003[14])
	

	mMEGI
	MME Identifier (MMEI) is constructed from an MME Group ID (MMEGI) and an MME Code (MMEC). The MMEGI is the unique identity of MME Pool within the context of PLMN. ( Ref.3GPP TS 23.003[14]).

Note:

An UE, supported by a cell, can connect to one out of a group of MMEs. The group consists of the MMEs supporting the tracking area for the cell limited to those that are connected to the serving eNB. The MME is identified by the combination PLMNID-MMEGI-MMEC. The combination is called GUMMEI.
	

	mMEPool
	It is the DN of a MMEPool instance.
	

	mMEPoolArea
	It is the DN of a MMEPoolArea instance.
	

	mMEPoolMemberList
	It is the list of DNs of MMEFunction instances of the MMEPool.
	

	pLMNIdList
	It is a list of PLMN-Id, PLMN-Id= Mobile Country Codes (MCC)|| Mobile Network Codes(MNC) (Ref. 3GPP TS 23.003[14])
The MMEPoolArea.pLMNIdList purpose is to identify the PLMNs (related to MMEFunction) the MME Pool is serving.
The MMEEunction.pLMNIdList purpose is as following. One operator may have several PLMN Ids and accordingly RAN broadcasts these Ids to enable UEs of different PLMN (i.e, UEs with different MNC in their IMSIs) to access its network.  If CN node does not know this PLMN list, UEs of different PLMN than the one combined in MME might be treated as UEs from other operators. This will affect Location Update and Inter-MME handover procedures, and also the changing rate.
	

	qCIList
	It is a list of QCI characteristic, which is a structure including the element QCI,  Resource_Type, Priority, Packet_Delay_Budget and Packet_Error_Loss_Rate;
Wherein

- QCI representing the number of the QCI, is an integer;

- Resource​_Type representing the Resource Type(GBR or Non-GBR) of the QC;
- Priority representing the Priority of QCI, is an integer;

- Packet_Delay_Budget representing the Packet Delay Budget of the QCI, is an integer with the unit of millisecond(ms);
- Packet_Error_Loss_Rate representing the Packet Error Loss Rate of the QCI, is a real.
( Ref.3GPP TS 23.203[x])
	Refer to 3GPP TS 23.203[x]

	tACList
	It is the list of TAC of the MMEPoolArea that is used for traffic handling. Each TAC is provisioned over the S1 interface from the eNodeB, Ref 3GPP TS 36.413[18].
Note:

A cell can only broadcast one TAC.  See TS 36.300 v8.4.0 [16], section 10.1.7 (PLMNID and TAC relation).

The Tracking Area Identity is constructed from the MCC (Mobile Country Code), MNC (Mobile Network Code) and TAC (Tracking Area Code). ( Ref.3GPP TS 23.401[9])
	

	relayFlag
	This is an integer indicating if relay is support or not.

If ’0’, relay is not supported.

If ‘1’, relay is supported.
	0: unsupport

1: support


	End of modifications
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