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	First change


6
Requirements for managing UE based network performance measurements

6.1
Business Level Requirements

REQ-MDT-CON-1
The Operator shall be able to collect measurements for Network Performance Management purposes from UEs attached to their network.
REQ-MDT-CON-2 The collected measurements shall be made available in a centralised entity.

REQ-MDT-CON-3
Operator shall be able to select specific set of subscribers for the measurement collection based on IMSI.

REQ-MDT-CON-4 
Operator shall be able to select specific set of devices for the measurement collection based on IMEI(SV).

REQ-MDT-CON-5
Operator shall be able to select specific set of devices for the measurement collection based on geographical area.

REQ-MDT-CON-6
Operator shall be able to select specific set of devices for the measurement collection based on device capabilities.

REQ-MDT-CON-7
Operator shall be able to select specific set of subscribers based on IMSI and a geographical areas for the measurement collection.

REQ-MDT-CON-8
Operator shall be able to select specific set of devices based on IMEI(SV) and a geographical area for the measurement collection.

REQ-MDT-CON-9
Operator shall be able to configure set of device capabilities and a geographical area for the measurement collection.

REQ-MDT-CON-10
Operator shall be able to select specific set of subscribers based on IMSI and a set of device capabilities and a geographical area for the measurement collection.

REQ-MDT-CON-11
Operator shall be able to select specific set of device IMEI(SV) and capabilities and a geographical area for the measurement collection.

REQ-MDT-CON-12
Operator shall be able to select set of subscribers based on IMSI and a set of device capabilities for the measurement collection 

REQ-MDT-CON-13
Operator shall be able to select specific set of device IMEI(SV) and capabilities for the measurement collection.

REQ-MDT-CON-14 The operator shall be able to configure the duration of the measurement collection

REQ-MDT-CON-15
The operator shall be able to configure the UE measurement types and events for collection

REQ-MDT-CON-16
The operator shall be able to configure the type of UE measurement reporting and log formats i.e.  raw measurement results or type of  measurement aggregation (e.g. statistical aggregation of raw measurement results, sampling of raw measurement results, etc.)

REQ-MDT-CON-17 The management of UE based network performance measurements shall be independent from the management of SON functionalities
REQ-MDT-CON-XX The management of UE based network performance measurements shall ensure data anonymisation can be applied so it is not possible to link the measurements to a real user ID such as an IMSI/IMEI, due to operator request.
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