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6.1.3.3
MMTel-AS  CDR Content

The MMTel  CDR content and format description is based on TS 32.260[20] AS-CDR description, enhanced with specific MMTel information. 

The detailed description of the field is provided in TS 32.298 [51].
Table 6.1.3.3: Charging Data of MMTel CDR

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


	
	
	


	Field
	Category
	Description

	See Charging Data of AS CDR described in TS 32.260 [20].     


	MMTel information
	OC
	This field includes a list of MMTel supplementary services which may occur within the same AS.

 The MMTel supplementary services related informations are described in Clause 6.3.1.2. 


	Next change


6.3.1.1
MMTel charging information assignment for Service Information

The components in the Service Information that are use for MMTel charging can be found in Table 6.3.1.1. 

Table 6.3.1.1: Service Information used for MMTel Charging
	Field
	Category
	Description

	Service Information
	OM
	A set of fields hold the 3GPP specific parameter as defined in 3GPP TS 32.299 [50]. 

	
Subscription Id
	OM
	Used as defined in 3GPP TS 32.260 [20].

	
IMS Information
	OC
	A set of fields hold the IMS specific parameters. The details are defined in 3GPP TS 32.260 [20].

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
MMTel Information
	OM
	This field holds a set of MMTel services with theirs specific parameters. The details are defined in clause 6.3.1.2.
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