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S5-111356 R10 CR 32.642 Adding TCE address and TCE ID mapping information to RNCFunction

S5-111357 R10 CR 32.646 Adding TCE address and TCE ID mapping information to RNC Function

S5-111358 R10 CR 32.762 Adding TCE address and TCE ID mapping information to eNB Function

S5-111359 R10 CR 32.766 Adding TCE address and TCE ID mapping information to eNB Function
S5-111350 CR R10 32.422 Using TCE identity in logged MDT configuration
1. Overall Description:

SA5 would like to thank SA3 for the liaison in S5-111097 / S3-110203. SA5 has discussed the possible solutions to avoid the security threats to send IP address of TCE to the UE and there are following agreement:
1.  SA5 agreed that TCE ID (TCE Identity) will be provided from eNodeB to UE instead of TCE IP address during the MDT configuration procedure.
2.  SA5 agreed the standardized Itf-N configuration based solution. IRPManager will pre-configure the mapping information of TCE ID and TCE IP address to the IRPAgent of eNodeBs. With the preconfigured mapping information, eNodeB will be able to get the TCE IP address from its IRPAgent when UE reports MDT log with the TCE ID.
3. SA5 agreed to use a new information element for the implementation of TCE ID, it’s recommended that TCE ID is using 1 byte short integer. The TCE ID will need to be propagated through the RRC message during the MDT configuration procedure. SA5 would like to mention that the new TCE ID approach will need the modification of the RRC message. SA5 would kindly ask RAN2 to take consideration the RRC message modification for this approach in Rel-10.
2. Actions:

To SA3:

ACTION: SA5 kindly asks SA3 to take into account of the above.
To RAN2:

ACTION: SA5 kindly asks RAN2 to take consideration of the above and provide support for TCE ID implementation described in bullet 3 in Rel-10.
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