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6.6.1   SON Self-optimization management continuation (460035)
1
Decision/action requested

The group is asked to discuss the RACH optimization measurements and agree on the text proposed.
2
References

[1]
Shadow TS 32.522-V30
[2]
S5-111329 Add measurements for RACH optimization targets
 3
Rationale
Shadow TS 32.522 [1] contains targets for RACH optimization, but the performance measurements related to these targets are marked “FFS”.
Change Request S5-111329 [2] defines the necessary performance measurements. Therefore, it is proposed to add a reference to these performance measurements to Shadow TS 32.522.

4
Detailed proposal

Text Proposals to Shadow TS 32.522 V30 [1]

	1st Modified Section


4.6.4
PM

IRPManager may collect RACH optimization related performance measurements. Performance Measurements related with RACH optimization are captured in the table below:

	Performance measurement name
	Description
	Related targets

	RACH preambles sent by UE

    or
Distribution of RACH preambles sent
Refer to 3GPP TS 32.425 [8]
	Cumulative Distribution of number of RACH access attempts
	Access Probability, AP

	RACH access delay
Or

Distribution of RACH access delay

Refer to 3GPP TS 32.425 [8]
	Cumulative Distribution of RACH Access Delay
	Access Delay Probability, ADP


	End of modifications


