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	First Modified Section


6
Interface Definition

6.1
Class diagram
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	Next Modified Section


6.12
Notification AlarmIRPNotification_5 (O)
6.12.1
notifyCorrelatedNotificationChanged (M)
6.12.1.1
Definition

The set of SupportIOC CorrelatedNotification instances has been created, updated or removed.  The subscribed IRPManager instances are notified of this fact if the changes satisfy the current filter constraint of their subscription.

6.12.1.2
Input Parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M,Y
	MonitoredEntity.objectClass 
	See Table 6.8.1.2.

	objectInstance
	M,Y
	MonitoredEntity.objectInstance 
	See Table 6.8.1.2.

	notificationId
	M,N
	--
	See Table 6.8.1.2.

	eventTime
	M,Y
	--
	Notification header - see [5].  It carries the time when the CorrelatedNotification is added.

	systemDN
	C,Y
	--
	Notification header - see [5].  

	notificationType
	M,Y
	"notifyCorrelatedNotificationChanged"
	

	correlatedNotifications
	M,N
	
	The set of CorrelatedNotification related to this AlarmInformation.

	alarmId
	M,N
	AlarmInformation.alarmId
	

	rootCauseIndicator
	O,N
	AlarmInformation.rootCauseIndicator
	


6.12.1.3
Triggering Events

6.12.1.3.1
From-state

newAlarmCorrelationInfoIsAvailable AND alarmInformationExists.
	Assertion Name
	Definition

	newAlarmCorrelationInfoIsAvailable
	New alarm correlation information is available but not yet conveyed to any IRPManager.

	alarmInformationExists
	The AlarmInformation is in AlarmList.


6.12.1.3.2
To-state

alarmCorrelatedInfoUpdated.

	Assertion Name
	Definition

	alarmCorrelatedInfoUpdated
	The set of SupportIOC CorrelatedNotification instances has been created, updated or removed.


	End Of Modifications
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