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The following CRs, agreed at the SA5#77 meeting of TSG-SA WG5 are presented to SA#52 for approval:
	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected

	32.422
	0103
	4
	Rel-10
	Clarify that there can be only one TRSR per TR at a given time per UE trace session for signalling based trace.
	F
	10.3.0
	S5-77
	S5-112122
	Ericsson and Alcatel-Lucent
	OAM-PM-UE
	4.2.3.6,  4.2.5.7,  4.2.6

	32.422
	114
	-
	Rel-10
	Modify UMTS M2 measurement - Align with RAN2 25.215 and 25.225
	F
	10.3.0
	S5-77
	S5-112120
	Huawei, Nokia Siemens Networks
	OAM-PM-UE
	5.10.3

	32.422
	0115
	3
	Rel-10
	Add error handling for Management based MDT scenarios
	F
	10.3.0
	S5-77
	S5-112129
	Alcatel-Lucent
	OAM-PM-UE
	4.1.1.2a, 4.1.1.6a, 5.10.2

	32.422
	0116
	3
	Rel-10
	Add error handling for EPC Signalling based MDT scenarios
	F
	10.3.0
	S5-77
	S5-112131
	Alcatel-Lucent
	OAM-PM-UE
	4.1.2.12.4 (New)

	32.422
	0120
	1
	Rel-10
	Add Area scope validation for cell level granularity
	F
	10.3.0
	S5-77
	S5-111949
	Alcatel-Lucent
	OAM-PM-UE
	4.1.2.12.3, 4.2.3.9

	32.422
	0121
	2
	Rel-10
	Add error handling for PS domain MDT activation scenarios
	F
	10.3.0
	S5-77
	S5-112115
	Alcatel-Lucent
	OAM-PM-UE
	4.1.2.13 (New)

	32.422
	0122
	2
	Rel-10
	Add error handling for CS domain MDT activation scenarios
	F
	10.3.0
	S5-77
	S5-112116
	Alcatel-Lucent
	OAM-PM-UE
	4.1.2.14.1 (New)

	32.422
	0124
	2
	Rel-10
	Aligning MDT activation procedures with SA3 privacy requirements
	C
	10.3.0
	S5-77
	S5-112152
	Nokia Siemens Networks, Huawei, Ericsson, NEC, Telecom Italia
	OAM-PM-UE
	3.2, 4.1.1.2a, 4.1.1.6a, 4.1.2.12.2, 4.1.2.12.3, 4.1.2.13.2, 4.1.2.14, 4.2.8.2, 4.2.X (new)

	32.422
	0125
	2
	Rel-10
	Adding definition of area based MDT and subscription based MDT
	B
	10.3.0
	S5-77
	S5-112130
	Nokia Siemens Networks
	OAM-PM-UE
	3.1

	32.422
	0128
	2
	Rel-10
	Add behaviour of signalling-based MDT when area criterion is not met
	F
	10.3.0
	S5-77
	S5-112128
	NEC, Docomo, Alcatel-Lucent
	OAM-PM-UE
	4.1.2.12.1, 4.2.3.9, 4.2.5.10, 4.2.6

	32.423
	50
	1
	Rel-10
	Applying trace data file to MDT data format
	B
	10.2.0
	S5-77
	S5-112125
	Huawei
	OAM-PM-UE
	Annex A, A.1, A.2.1, A.2.2, D.1.4 (newly added)

	32.442
	0007
	1
	Rel-10
	Add areascope parameter as a MDT configuration
	F
	10.1.0
	S5-77
	S5-112123
	Huawei,Ericsson
	OAM-PM-UE
	5.3.1.1, 5.3.1.2, 5.3.1.3, 5.3.4.1, 5.5.1, 6.3.1.2, 6.3.1.3, 6.3.1.7,  6.3.3.3, 6.3.3.7

	32.446
	0031
	1
	Rel-10
	Add areascope parameter as a MDT configuration
	F
	10.2.0
	S5-77
	S5-112124
	Huawei
	OAM-PM-UE
	1, A.2.2, A.3.2, A.3.3, B.3.4, C.2.2, C.3.3


